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ABSTRACT 


This thesis presents the foundation for a stochastic 
Simulation model that will represent dismounted infantry 
@embay in urban terrain. The Simulation of Tactical 
Alternative Responses, STAR, ground-air combat model, which 
represents the parent simulation program for this proposed 
representation of urban combat, will be discussed in this 
document. Two state of the art urban combat models, MOBACS 
and URBWAR, will also be discussed. These two models were 
developed under contract for the United States Army but were 
never fully utilized as analytical tools. Certain aspects 
of these models lead to insightful approaches to the model- 
ling of urban combat and these insights were instrumental 
in the development of this model. The major portions of 
this model are the representation of the terrain and the 
procedures for determining line of sight. Other areas of 
City fighting, e.g. movement and communications, were 
not modelled but will be discussed as future enhancements 


weominis model. 
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een OOUG TION 


SOpposimeetorcesmortensive doctrine, with it's emphasis 

on speed, determines that built-up areas should be 
avoided. However, when this is not possible, the opposing 
forces will then aim to seize towns and built-up areas 
bysUeprise attacks from the line of march. .. Rapid 
thrusts are made to seize the most important objectives 
Sod Streets, to split the area into isolated pockets 

of resistance, and then destroy them piecemeal." 


- FM 30-102 
"Taking into consideration the heavy economic concen- 
tration with the congested areas .. . the economic 
efficiency of the Federal Republic would be hard hit 
by the loss or the destruction of even a few of the 
smaller areas. Therefore, we will not ve able to con- 
cede these areas to an invading force .. . This means 
that in case of an attack against us, there will be 
heavy fighting everywhere in and for our built-up 
areas." 


- MAJ Hans A. Kratz ("Combat in Built-up Areas") 


The scenarios of the modern battlefield and the battle- 
field of the next war are the basis for the continual devel- 
opment of an effective armed force to meet the cnallenges these 
scenarios project. The selection of the alternative which 
can best provide the most effective armed force is a 
Bermudable task for the military decision maker. It is 
often unclear what the battlefield of the future will entail, 
mmoeirrespective of the dynamic shifting of military tar- 
Bewerriorities and the perceived threat objectives, the 
infantry soldier will always be involved in the next armed 


Cori. .ct. 
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The use of armed conflicts is the implementation of a 
nation's foreign policy. Whether the aggressor's goal is 
total domination of a nation or preservation of its own 
boundaries, the killing of people does not end the war. 
History has shown that wars are won by crippling or stag- 
nating a nation's industries, the majority of which are in 
densely urban areas. The industrialization of a nation and 
the movement of people out of the inner city have promoted 
fea Sprawl, linking once rural areas with the city through 
highways, industrial parks, residential areas and commercial 
buildings. No longer can the commander enjoy the luxury of 
bypassing the obstacles of modernization. Battles will 
have to be won in the urban areas if the war is to be won. 

The military analyst presents to the decision maker a 
quantitative comparison of the feasible alternatives to a 
Specific problem. The military decision maker has to choose 
among the alternatives a feasible solution to whatever ques- 
tion he is asked. An analytical tool available to the 
analyst is the computer simulation model. Of particular 
Gnterest to the military analyst is the combined arms 
force-on-force simulation model such as the Simulation of 
Tactical Alternative Responses (STAR) model. With few 
exceptions, existing combined arms simulation models do not 
adequately represent urban warfare. This thesis presents 


the foundation for a combined arms simulation model that is 
to be used in the evaluation of dismcunted infantry combat 


Smee ban terrain. 





The state-of-the art combat models on urban terrain will 
be discussed in Chapter II. 

Chapter II discusses the STAR ground-air combat model 
Po@ewilll discuss in detail two particular aspects of this 
model that provided insight in the development of the urban 
model. 

Chapter IV provides a general description of the urban 
model to include its capabilities, a description of the 
primary variables, the simulation process and an overview of 
the line of sight process in the model. 

Some posSible future enhancements to the model are 
discussed in Chapter V. 

Appendix A defines the sets, entities, global variables, 
feucines, and events in the model. 

Appendix B explains the data required to set up the 
Simulation. 

Appendix C provides a detailed explanation of selected 
routines for this model. 

Appendix D illustrates a sample run of the simulation 
with a detailed audit trail of a single combatant's actions 


throughout the simulation. 
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ii oui OF THE ART 


The purpose of this chapter is to present the available 
models that simulate combat on urban terrain. These models 
provide the type of resolution required for a detailed 
combat simulation. 

The United States Army Infantry School has been tasked to 
conduct a Mission Area Analysis on Close Combat Light 
(Infantry). Because of the nature of their analysis, it was 
requested that a computer program that simulated combat in 
urban terrain be made available to them. Through their 
research and that of other United States Army agencies, no 
existing, running models were found in the inventory. Only 
two models were found both shelved in 1976, that simulated 
Military Operations in Urban Terrain (MOUT). These two 
models are: 

1. MOBACS: A deterministic, high resolution model, 
which uses the BRL Bunker Vulnerability Model and the ARPA 
Infantry Firefight Model to simulate urban combat down to 
the squad/fire team level. This model was developed by 
Ketron Incorporated, 1400 Wilson Boulevard, Arlington, 
Virginia, and the urban terrain is “typical” of urban 
Central Europe, i.e. the Fulda and Koblenz areas. The 


documentation for this model is contained in /Ref. 3.7 ana 


fer, b /. 
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Bee URBWAR: A probalistic, high resolution model that 
is designed to use both DYNTACS and ASARS modules to simu- 
late urban combat up to the squad/fire team level. MThis 
model was developed by Rodman Laboratories, Rock Island 
Arsenal, Rock Island, Illinois, and creates the scenario in 
a five building complex. The documentation for this model 


is contained in / Ref. 5_/. 


A. MOBACS 

In November of 1976, Ketron Incorporated completed a five 
volume technical report (a portion of these volumes are 
/ Ref. 3_/ and / Ref. 4 _/)under contract from the Defense 
Advanced Research Projects Agency (DARPA), which described 
an urban combat simulation. These documents supported a 
total package, to include the computer program, which 
provided the means to evaluate operational concepts, weapons 
and material systems, and the employment of forces in an 
urban area; specifically this model dealt in the Western 
European area. The model provided two different levels of 
Simulation: 

1. Force level operations - a Brigade-sized unit down 
to platoon level resolution and 

2. Unit level operations - a company-sized unit down to 
squad/fire team level. 

The force level operations simulation was an interactive 
game, with players inputting decisions and orders at the 
beginning of each combat period. Further detailed analysis 


of the players inputs and the unit sequences that followed 
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these decisions could be conducted in the unit level opera- 
*410nS Simulation, a closed game, with a further capability 
Srmeensitivaty analysis of the combat results based on 
varying input parameters / Ref. 7; p. vi_/. 

im Creating the Terrain 

The MOBACS model uses a two-step modelling process to 
develop the terrain. These steps are contained in two 
models, the terrain data base and the program terrain 
models, each of which is described below. 

a. Terrain Data Base Model: This model describes 
the two methods the MOBACS model uses to represent the urban 
environment: (1) the quadratic surface representation, used 
to represent surface relief, area vegetation and natural 
features, and (2) the rectangular representation, used to 
represent buildings and linear vegetation. 

The quadratic surface representation model, called the 
surface relief model, used a technique based on the model 
developed by G.W. Evans of the Stanford Research Institute, 
{ Ref. 3; p. 34_/7, which approximates the surface relief by 
Pmprecewise quadratic surface. The term surface relief, as 
used in MOBACS, is used to describe the earth surface 
elevations, area vegetation and natural features. The 
technique as is used MOBACS divides the total area of 
interest (10km by 10km) into 40 meter grid squares. The 
elevation of each corner of the 40 meter grid square is an 
input value and a quadratic surface equation within each 
grid rectangle is constructed, with the surfaces being 


continuous Setween grid squares / Ref. % pp. 34-367. 
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Buildings are represented as rectangles. The rec- 
tangles are described as line segments which are input as 
two data points; each point being an (x,y,z) coordinate. 

b. Program Terrain Model: The Terrain Data Base 
Model, which is described as a data base model, was not 
conducive as a function-oriented terrain model, because the 
storage requirements (approximately 250,000 words) were too 
large, resulting in an increase in compile and run times 
ame eriorm the functions of the model, e.g. lines of sight. 
As a result, the program terrain model was constructed as 
a reduced terrain model to be used in conjunction with the 
Terrain Data Base model. / Ref. 3; p. 37_/ 

The Program Terrain Model constructed over the 
femeain area of interest, a density contour map of the area. 
In general, the concept was that the probable occurrance 
of a building can be predicted by a density surface of the 
value of the average square meters of structure area (local) 
per square meters of the sampling area (local). The ordered, 
interpolated sampling of this density value in the area of 
interest produced the desired surface area density function. 
A discussion of this procedure is contained in / Ref. 3_/, 
pages 37-38 and 55-61; the discussion is vague and does 
not explicitly state the rationale for this procedure. 

There was little consideration given to this type of terrain 
representation for this thesis because of the confusing 


memeere Of its construction and its utilization. 
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2. Terrain Related Functions 

The terrain related functions of the model were: 

a. Intervisibility - the determination of an 
expected fraction of all possible lines of sight between an 
observer and target, 

b. Detection - the determination of a visual 
peemcing of a target, given intervisibility, 

ec. Movement rate - determination of a unit rate of 
movement under a no-fire condition on the terrain, 

diz Structure hardness - an input value used in the 
determination of structure penetration by a type of round 
and 

e. Structured area target effects - the determination 
of the effect on and in structures given a hit (used with d 
fipove). / Ref. 3; p. 61_/ 

The intervisibility process calculates a probability 
Se line of sight, given 

a. P(an element of structure or vegetation inter- 
sects the ground trace of the line of sight), 

b. Plan element of structure or vegetation height 
intersects the line of sight) 

¢. P(terrain surface intersects the line of sight), 
and 

ad. The relative z-coordinate of the observer and 
target. This assumes, based on experimentation conducted 


within sample areas, that the intervisibility segment lengths 
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are distributed in accordance with a Poisson distribution 
with the parameter being a function of the density of 

the structure. / Ref. 3; p. 62_/ 

The resulting equation for P(line of sight) is contained in 
LZ Ref. 3_/ page 65 with an explanation of all variables 
used to calculate this probability. Of particular interest 
in these calculation is the model's use of expected values 
of structure and vegetation height and probabilities of 
blockage due to these structures and vegetation. The 
structure of the terrain does not allow for a P(line of 
pec) equal to 0 or 1, but rather a P(line of sight), then 
a Monte Carlo draw to determine if line of sight exists. 

The movement function is analogous to the inter- 
Peotbility function, 1.e. experimentation on the structure 
density surfaces showed that probable movement through an 
area is directly related to the average probability of 
passing a line of sight through the same area. The equa- 
tions and assumptions are all outlined in / Ref. 3_/ pages 
68-70 and will not be discussed here. 

The development of the equations to determine pene- 
beaGglon of a projectile through a structure can well be 
incorporated into any urban model. From / Ref. 3; pp. 71-74_/, 
the empirical formula for the depth of penetration of a 
non-fragmenting, concrete-piercing projectile into con- 


crete is given by: 


eee 2 re dee 215) 7 yet]. 5) / Y) r .5 *# a 
with: 
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x = penetration in inches 
p = projectile weight in lbs/projectile cross- 
sectional area in inches squared. 
d = projectile diameter in inches 
v = velocity of projectile in ft/thousandth of a 
second 
y = materials constant (a function of the compressive 
strength of the material) 
Because smaller caliber ammunition has tendencies to 
m@iatten on impact, thus increasing their diameter and 
reducing their ability to penetrate, let: d'=d/ k, with 


k being the constant associated with the projectile, i.e. 


PROVE C TILE TYPE Ke 
Armor plercing lea 
Concrete piercing aa 
Fragmenting steel case deel 
Bald easy. 


Because the shape of the projectile has changed, let w = 
equivalent weight over the cross-sectional area based on 


the diameter d'. The equation for x thus becomes: 


pee mee ee weld’ =. 215)*(yerins) / .25* 7 *y*(a'**2) ) 
= eoetd/d< ) 


Mie quantity, k(m) = 222/.25*77*Y was calculated for dif- 
ferent types of building materials. Letting k(m) = constant 
associated with material type m, these constants are as 
follews: 
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MATERIAL M k (M) 





Steel eo 
Stone 94 
Concrete 4.28 
Masonry peo 
Wood 7230 


The final equation for x thus becomes: 


x = ((w*(d'**.215)*(v*#1.5) / ((a'**2)*k(m))) + 
5*(d/d') 


fever chat a structure is x' inches thick, if x > x', pene- 
tration has occurred. 

When assessing personnel casualties on the inside of 
the building, given a projectile has penetrated, two assump- 
tions have to be made if this formula is to be used: 

pre nesdireetien vector Of the projectile on impact 
is equal to that after penetration, and 

ienornically, based om the theory of a transfer 
of energy, the velocity of the projectile after penetration 
can be determined. 

There are no empirical formulas which calculate 
the effects of penetration on a structure given a fragmenting 
projectile. Currently at AMSAA, there exists a very sparse 
Meeewoese, constructed by firing various types of U.S. 
projectiles at various types of structures. All projectiles 
were fired at a range of 250 meters at an angle of incidence 


of ninety degrees to the wall. 
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The types of projectiles were the (1) 60mm dual pur- 
pose, (2) 66mm LAW, (3) 90mm HEAT, (4) 105mm HEAT and HEP-T, 
and (5) 155mm HE. The structures were (1) 4/8 inch brick, 
2) 12 inch brick, and 8, 10 and 16 inch reinforced concrete. 

The data collected included: 

a. Size of the hole made both outside and inside and 

b. Direction and penetration capacity of the 
shrapnel and other projectiles created by the blast. fThis 
particular data was based on a set of panels being set up in 
eelo'xl6'x8' room and any particle that penetrated any of 
these panels was considered to be incapacitating should a 
combatant be in the path of the particle. 

Based on the collected data, AMSAA, using the random 
man model, was able to determine, that given a round pene- 
trated a wall, the probability that a soldier was incapa- 
Citated could be calculated. This probability was probably 
based on the density of incapacitating projectiles passing 
over the coordination of the combatant. 

To empirically fit all types of fragmenting pro- 
jectiles against all types of structures is thought to be 
within the realm of reason by the personnel at AMSAA. To date, 


results of this empirical fitting have not been published. 


B. URBWAR 

This modelling project, completed in June 1975 by the 
Rodman Laboratory at Rock Island Arsenal, Illinois, is the 
model adopted by the Infantry School as the most likely 
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candidate for their study. The model is currently at 
TRASANA for validation and modification. This model is a 
stochastic, event-sequenced, small unit urban combat 
simulation written in the Fortran IV computer language. It 
models an urban area of five structurally different 
buildings and is capable of simulating the attack of defended 
buildings, the entering of defended buildings and the 
clearing of defended buildings. Each combatant cycles 
through three events during the simulation: detection, 
movement and firing. 
1. Creating the Terrain and Combatants 

The urban terrain is constructed by joining together 
a particular collection of parallelograms. This technique 
constructs the buildings and its rooms, floors and windows. 
The combatants are modelled as right circular cylinders 
which are formed in a subroutine when required, e.g. for 
lines of sight or casualty assessments. Otherwise the com- 
batants are represented as (x,y,z) coordinates to the center 
of their heads. 

ee Setting the Scenario 

The initial positions of the combatants are input 
by the user. The combatants are broken into two separate 
forces, the attackers and the defenders. The attackers are 
further subdivided into a covering team and a rush team. 
The rush team is positioned outside a structure, but not in 


mmemiteld of view of the defense. The cover team and the 
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defense are situated within structures. The user has his 
choice of methods of inputting the defense. The first is 
Pemexplicitly place them within the structure, or they can 
be placed randomly within the structure as if they were the 
"unsuspecting" force. / Ref. 3; pp- 3-2,A-3_/ 

The scenario begins with each element receiving a 
movement time which is a random number, uniform (0,1). The 
user has the option of selecting who will have knowledge of 
the enemy and who will not. Based on the user's input as to 
who will have knowledge of the opposing force, this force 
will get assigned detection times which are uniform (0,1) 
random numbers. All times are in seconds of battle. 
Priority of events is first from lowest to highest event 
time, then by ranking the events: (1) detection, (2) move- 
ment and (3) firing in the event of a tie. / Ref. 5; p. A-3_/ 

ee lerrain Related Functions 

The detection event requires that each element be 
Meeiened “fire detection sectors" by input. / Ref. 5; p. 3-1_/ 
These sectors are designed to model fire discipline within 
either force. The sectors are ranked from most to least 
critical for the owning combatant and may be separate from, 
@verlap into or be identical to other combatant's sectors. 
Elements can only search for and detect targets within these 
sectors. It is suggested that these sectors do not change 
dynamically as the combatant moves because the current ver- 
Sion of the model can play only set scenarios which do not 


allow combatants to change buildings or objectives. 
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Deuection Caneoceur in one of two ways. The static 
non-firing target is detected based on the vision lobe 
theory. If the observer has line of sight, then a 
probability of detection is calculated based on the target- 
background contrast, presented area, range to the target 
and glimpse time. / Ref. 5; pp. 3-1, 7-3_/ If the observer 
is cued by a firing target, the Small Arms Requirement 
Studies (ASARS) model is used to determine probability of 
@erection, accuracy of location and time to detection. 

[ Ref. 5; p. 3-2/ 

The movement event produces three types of movement 
laset. 5; p. 3-2_/: 

a. Assault movement 

b. Movements to obtain another search position 

ce Movements due to suppression 

Assault movement begins after the battle has started. 
All elements of the rush team move at a constant velocity 
mimeaestraight line towards their first subobjective, i.e. an 
area not the defender's building. At this point the simula- 
bem Stops. The model in its current form cannot dynamically 
move the combatants. Modifications of the movement logic are 
being made using the logic of the DYNTACS and ASARS models. 
The ASARS model allows the combatant to select routes based 
on paths of least resistance. This resistance is defined as 
awall, building, or an area covered by the opposing force 
by either fire or observation. / Ref. 5; p. 3-6 / A 
detailed narrative of the ASARS movement model is contained 
in ( Ref. 6; vol IIA_/ Chapter VIA; ‘she rouse selection pro- 


Cess is on pages VI-A~-22 of the same chapter. 
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Movement to a more advantageous detection position 
is done by simulating the observer crawling to the opposite 
side of the opening. If an observer has not detected a 
target by some set time, he is moved and continues his 
search. 

Suppression movement occurs when the combatant is 
receiving fire or he needs to reload his weapon. Incoming 
fire forces the target to remain down for a fixed amount 
of time depending on the type of fire he is receiving. 
Reload times are weapon dependent. 

The firing event determines if a target is hit, the 
number of times he is hit and whether or not he is a 
casualty. 

The parameters for the event include the weapons 
performance capabilities, the range to the target, aiming 
and ballistics error, range estimation error, projectile 
impact velocity and mass and the tactical situation of the 
target, i.e. defense, rush or under cover. / Ree Seppe o=2, 
eo. / 

The probability of hit is calculated by either of 
two methods depending on the type of weapon employed. 

a. If the firing weapon is semi-automatic the 
bivariate normal distribution model developed by AMSAA is 
Meed. if the firing weapon is automatic but as a light 
meee) Or is on a stable platform, this model is also used. 

Pe rOr other automerac weapons, if the first round 
is distributed differently than all succeeding rounds, the 
tri-variate normal distribution is used. / Ref. 5; p. 3-3_/ 
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4, Shortcomings of the Model 
The shortcomings of the URBWAR model were dis- 


cussed in length by the authors of the model; the obvious 
one being the lack of dynamic movement of the combatants. 
Other areas discussed that are very germaine to any urban 
combat model are the lack of a validated data base or empirical 
equations for / Ref. 5; pp. 7-1 to 7-4_/: 

EeeCCOCiaation Ofemaperlals bysrounds , 

i. Ricochet eifects, 

ec. Aiming accuracy against fleeting targets and 


(jem Hetecttonc Of Targets inside structures. 


C. EVALUATION OF MOBACS AND URBWAR 

The two urban models researched were constructed to 
Simulate urban combat and to serve as analytical tools for 
studies on combat in urban terrain. Although both were 
Shelved in 1976, there are some portions of these models 
which can be extracted for use in the urban combat model. 
The inclusion or exclusion of these areas are discussed 
below: 

1. MQBACS 

The exclusion of the terrain model, discussed in A.1.b 

above, is based on the complexities of its construction, 
Mier azation and the related functions. The concept of the 
density contour map and the follow-on calculations for 
P(line of sight) and P(movement) based on this particular 
terrain model, is not appealing. From an explicit model 


of urban terrain, i.e., four walls, a roof and windows to 
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represent a building, line of sight or movement functions 
are either yes or no; there should not be a reason to 
mewculate the probability that these functions occur. 
Therefore, the MOBACS terrain model is not further considered. 

The one feature of the MOBACS model that is easily 
emplaced in the urban combat model, is the calculation of 
projectile penetration into a given structure. fThe 
equations and parameter constants from MOBACS are in the 
urban combat model but are not utilized. To fully employ 
these equations, research and computations must be done to 
calculate the velocity of the projectile as it enters the 
building and then determine incapacitation based on this 
reduced velocity and the location of the soldier. A 
follow-on to this module will be the completed formulas from 
AMSAA that will calculate the effects of fragmenting 
projectiles on buildings. 

2. URBWAR 

The terrain representation of an urban area in 
URBWAR is the desired method. The rectangular configuration 
of the buildings and the openings realistically describes a 
"typical" urban area and is amenable to explicitly deter- 
Mining lines of sight; the angular construction of the 
terrain makes the calculations of lines of sight and 
movement a geometric and trigonometric exercise. 

PeDOCGlOn GL the detection routine is similar to the 
One contained in the STAR combat model and is discussed in 


detail in Chapter III. The URBWAR model also contains, 


Zi 





although not stated explicitly, another detection method 
based on the glimpse model. The incorporation of this 
type of model as an addition to the STAR detection model 
is discussed in Chapter V; the methodology and the equations 
for the glimpse model are also discussed in Chapter V. 
Because of the lack of dynamic movement in the 
URBWAR model, this module is not considered for use in the 
urban model. The ideas of which types of movement require 
modelling discussed in paragraph B3 should be considered. 
Chapter V discusses fully the movement logic and require- 
ments for the urban combat model, with references to the 


URBWAR model. 
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Pl OvEheateW OF STAR 


A. GENERAL 

The models discussed in Chapter II, MOBACS and URBWAR, 
maemine state of the art models for high resolution urban 
combat. They are both written in the FORTRAN IV computer 
language, a language not originally designed explicitly for 
event sequenced simulations. SIMSCRIPT I1.5, on the other 
hand, is an event oriented language that is currently used 
in a medium-scale, high resolution combat model. This model 
is the Simulation of Tactical Alternative Responses, STAR, 
ground-air combat model, which is managed and operated at 
the Naval Postgraduate School by the TRADOC Research Element 
Monterey, TREM. 

iteeinitlal incorporation of the urban combat model into 
the STAR model was to be a modular input. After initial 
research into the existing state of the art models, the STAR 
Medel and the initial formulation of the proposed urban 
combat model, this particular idea was suppressed. The urban 
combat model is now designed as a stand-alone model. How- 
ever, the STAR combat model sequences the combat events 
in such a manner that the logic flows and event flows are 
easily followed and this same method of sequencing activities 
can be transformed into the urban combat model. 

section B of this chapter discusses the flow of events 


in the STAR model. Section C isolates the detection procedure 
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feemodelled in STAR for dismounted soldiers. Section D 
discusses the terrain model and two of its related 
functions. Section E lists and discusses those events 
and routines from the STAR model that have been or should 


be incorporated in the urban combat model. 


Pen INTRODUCTION TO STAR 

In June 1979, Lieutenant Colonel Edward P. Kelleher 
presented a paper to the 43rd Military Operations Research 
Symposium (MORS) at West Point, New York. The paper, 
Wncacled, is an introduction to the STAR combat model. The 
first portion discusses the history of the model and modi- 
fications to the model which are forthcoming. The next 
sections discuss the parametric terrain and the line of 
Sight function; these particular aspects of the model are 
discussed in section D of this chapter. 

The remainder of Section B of this chapter is an excerpt 
from the paper which discusses the flow of event in the 
Simulation and the routines utilized within each event. 

Simscript is an event-oriented language, and STAR can 
best be understood in terms of the flow of events that 
take place in representing the combined arms battle. 
Figure 1 represents the basic event flow in STAR. 

Event STEP.TIME is the event that drives the rest of 
the simulation. The event updates the position of 

each element on the battlefield, and then checks line- 
of-sight between each pair of Blue and Red combatants. 
if LOS exists, the percent visible of the target is 
used to compute an "equivalent range" to a fully exposed 
M60 tank. That range is used, in conjunction with tar- 
get crossing velocity, terrain complexity and a random 


number, to generate a “time to detect" for the observer- 
target pair. 
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if that time is thirty seconds (user input) or less, 
mieemexpeevent Insane chain, DETECT, is scheduled in 
the appropriate amount of time. The thirty second 
criteria is based on two considerations. First, in 
thirty seconds of a mechanized conflict many things 
change, affecting the detection rate, and eventually 
the calculated time to detect will no longer be valid. 
Second, the detection model in STAR is basically the 
DYNTACS detection model. That was based on field ex- 
periment data (using M60 tanks) and is only valid for 
times less than or equal to thirty seconds. 


If the calculated time is thirty seconds (user input) 
@reless, the next event in the chain, DETECT, is 
scheduled in the appropriate amount of time. The 
thirty second criteria is based on two considerations. 
Pree ~@ in thirty seconds of a mechanized conflict many 
things change, affecting the detection rate, and 
eventually the calculated time to detect will no longer 
be valid. Second, the detection model in STAR is basi- 
cally the DYNTACS detection model. That was based on 
field experiment data (using M60 tanks and is only valid 
for times less than or equal to thirty seconds. 


If the calculated time is greater than thirty seconds, 
the detector tries again at the next occurrence of 
STEP.TIME. At every STEP.TIME each element, Red or 
Blue, has an opportunity to schedule one or more 
detections. 


When event STEP.TIME is completed, the simulation time 
is advanced until the next scheduled event, DETECT, 

for example. Two pieces of information are passed into 
DETECT: the detector and the entity to be detected. 
The program checks to see whether both entities are 
alive and whether LOS still exists. If these condi- 
tions and others are met the detection occurs. At 

this point the detected target is added to the list of 
targets belonging to the detecting entity, and event 
TARGET.SELECT is scheduled. 


This event does just what its name implies. If the 
detector is not engaged in firing, he selects the 
"best" target on the list as a candidate for engage- 
ment. The selection is based on the amount of posi- 
tive fire control being simulated for the selector's 
weapon type. Table 1 gives an example of several rules 
of engagement. 
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Meth. wierser selection Tactics 


RULES OF ENGAGEMENT 


1. Platoon Leader Handoff 
feaeiieness eriormity Target 


3. Highest Priority Target Unengaged by 
Platoon Member, else Highest Priority 
Target 


4, Highest Priority Target unengaged by 
a Company Member, else Highest Priority 
Target (engage with automatic weapon 
fire only). 


5. Highest Priority Target Unengaged by 
a Platoon Member, else do not Engage 


The first two rules in Table 1 are widely accepted as 
being used by various armed forces. Platoon Leader Hand- 
off implies that the selector attempts to acquire the 
target his platoon leader is engaging. If he acquires 
tec target, he engages it; if not, he does not fire. 
The second rule of engagement is that each entity always 
selects his own highest priority target. The other tac- 
tics are self-explanatory and reflect various levels of 
fire control. Figure 2 shows an example of the combined 
tactic: Platoon Leader Handoff, followed by highest 
priority not engaged by another platoon member. If all 
available targets are engaged, engage highest priority 
is with automatic weapon fire rather than with main gun 
or missile. In Figure 4, Blue 1 thru 4 are members of 
the same platoon. BLUE 1 is selecting a target. He 
attempts to acquire RED 2, who is being engaged by BLUE 
3, the platoon leader. Lack of LOS prevents this. The 
two targets on Blue 1's list are both engaged by other 
platoon members. Blue 1 therefore selects his highest 
priority target, RED 3, but engages him with automatic 
weapons fire only. The selection of various levels of 
Pesacive fire control and fire distribution methods 
gives the user substantial flexibility in investigating 
possible tactics. 
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When the target selection procedure is finished, if a 
target has been selected, event FIRE is scheduled at 

a time based upon a random draw from the user-specified 
lay and load time distribution. At the appropriate time 
the event FIRE is executed. Again line-of-sight is 
sreeked saseis thesALIVE«DEAD status of both the firer 
and the target. As will be discussed later, STAR dif- 
ferentiates between various types of damage and kill. 

A firer who has suffered a firepower kill or a catas- 
trophic kill is not allowed to fire. Targets which 

have suffered a catastrophic kill and targets which have 
been mobility and firepower killed for at least a user- 
specified period of time are not fired upon. If all 

the necessary conditions are met, the FIRE takes place 
and event IMPACT is scheduled based on the range to the 
target and the velocity of the fired round. The identity 
of the firer and target, and the percent of the target 
that the firer could see at the moment of fire are passed 
to event IMPACT as arguments. 


At the appropriate time, event IMPACT oocurs. First LOS 
is checked. If no line-of-sight exists the round is 
assessed as a miss. If any part of the target is visible, 
the routines to determine whether or not a hit occurred 
are called, starting with COMPUTE. 


Routine COMPUTE determines the parameters of the distri- 
butions of the miss distances in deflection and elevation 
for tank main guns, anti-tank guided missiles, and large 
caliber direct-fire weapons. These miss distances are 
assumed to be normally distributed. The parameters are 
blases and standard deviations. Their magnitudes are 
based upon a number of factors, including type and speed 
G@meune flirer, speed of and range to the target, and 
whether or not the firer has fired at this target and 
sensed the preceding round. Having determined the biases 
and standard deviations, COMPUTE calls GEOM. 


Routine GEOM draws from a normal distribution and con- 
verts the miss distance distribution parameters into a 
miss distance in elevation and a miss distance in deflec- 
tion. Using the percent of the target visible (as 
opposed to uncovered) at fire, the firer's aim point is 
then computed. If the "turret ring" of the target was 
Visible, the firer is assumed to have selected the 
Guieret ring aS his aim point. If the turret ring was 
concealed at FIRE, the firer is assumed to have selected 
the vertical center of the visible part of the target as 
his aim point. In either case the firer is assumed to 
nave selected the horizontal center line for his aim 
Meent. Errors in this selection are at least partially 
included in aim point bias parameters. 
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Having determined the aim point, GEOM assesses whether or 
not the round missed in elevation. This occurs in three 
ways. First: the elevation miss distance is positive and 
larger than the distance from the aim point to the top 

of the turret. Second: the elevation miss distance is 
negative and larger in magnitude than the uncovered por- 
tion of the target below the aim point. The third way 

in which a miss in elevation can happen is only possible 
in the event that the selected aim point (based on amount 
visible, i.e. unconcealed at FIRE) is now covered. Figure 
3 shows this case. When this occurs, the elevation miss 
Meetance may be positive and still result in a hit on 

the covered portion of the target, i.e. amiss. The second 
and third cases result in a "Sensed" miss. The first case 
and all misses in deflection result in an “unsensed" miss. 
Hf the round did not miss in elevation, deflection is 
checked. First the aspect angle between the fore and 

aft center line of the target and the line of sight from 
the firer to the target is determined. This angle and 

the target horizontal dimension are used to determine the 
effective width of the target from the point of view of 
the firer. Figure 4 shows three possibilities. It 

should be noted that the size and direction of the eleva- 
tion miss are used to determine whether the horizontal 
measurements used should be those of the turret or those 
of the hull. When the effective width has been computed 
i@ewaezermination of hit or miss in deflection is made. 
Since, by assumption, the aim point is always the center 
of the target, if the deflection error is larger than 

half the effective width of the target, the round missed 
in deflection. If at any point it is determined that a 
miss occurred, control is returned to event IMPACT, with 
Beueindication that the round missed. If the round did 

not miss in elevation or deflection, a hit must have 
occurred. In that case, GEOM determines (by table lookup) 
the mobility damage function, firepower damage function, 
mobility and firepower damage function and probability of 
catastrophic kill. These are all numbers between O andl, 
(representing probabilities). The size of the number is 
perunction of the type of projectile fired, the type of 
target, aspect angle, dispersion class and target exposure. 
Dispersion class is used to account for the fact that a 
round with a large dispersion is less likely to cause 
damage than a round with a small dispersion. Target 
exposure accounts for the difference in vulnerability 
between a target in hull defilade and one fully exposed. 
in STAR a target with more than fifty percent of the hull 
height covered is in "hull defilade" for damage assess- 
ment; all others are fully exposed. 
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When the damage functions and probability of catastrophic 
kill have been determined, GEOM calls routine ATRIT. It 
should be noted that routine GEOM, with its use of miss 
distance to determine whether or not a hit occurred, is 
not used for automatic weapons. No bias and standard 
deviation data were available for those weapons when 
STAR was coded. For automatic weapons, COMPUTE calls 
routine SUBCAL, which uses probability of hit and the 
assumption of round-to-round independence, to determine 
the number of hits. Based on the number of hits, the 
Gamage functions and probability of catastrophic kill 
are determined and passed to ATRIT. 


Routine ATRIT uses the damage functions and probability 
Of catastrophic kill to determine the outcome of the 
engagement. 


STAR distinguishes among four different types of kills; 
mobility (M kill), firepower (F kill), mobility and 
firepower (M and F Kill), and catastrophic (K kill). 

A catastrophic kill is immediately apparent to all 
Perticipants in the battle. Other types of kills are 
not immediately apparent. A mobility-killed entity 
stops moving. A firepower-killed entity is incapable 
Eaetiring any armament, but may still move. An entity 
which is mobility and firepower killed may neither move 
mer fire. 


Entities which are K killed are not fired upon again. 
Rounds already fired at the entity are allowed to impact, 
but no new rounds are fired. Unguided rounds which the 
K-killed entity had already fired are unaffected, but 
command-guided rounds such as TOWs, Dragons and Saggers 
are assessed as misses. 


M kills and F kills are not sufficient cause for ending 
engagement and do not affect the selection of the entity 
as a target. M and F kills are also not immediately 
apparent and the entity may be selected as a target for 
eeperiod of time (which is a user input). At the end 

of that time it becomes apparent that this entity is 

no longer involved in the battle and the entity is not 
ewrgible for future target selections. 


The results of the engagement are determined by drawing 
eeteandom number from a uniform distribution interval 0 

to 1. This one number is then used for all comparisons 
for the engagement. First, the probability of catas- 
trophic kill is compared to the random number. The 
catastrophic kill phenomenon is assumed to be independent 
from round-to-round. If the random number is smaller, 

a catastrophic kill is assessed. Otherwise, routine 
ATRIT uses she same random number to determine whether 
Bay OLner type oc kill occurred. 
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It is intuitively appealing to believe that an entity is 
easier to M kill or F kill after it has been hit several 
times than on the first hit. The Ballistics Research 
Laboratory (BRL) supplied mobility and firepower damage 
functions model that phenomenon. They are not, in 
eneral, directly probabilities. They are measures 
(es we understand it) of the proportion of the entity’s 
remaining capability that it loses as a result of this 
hit. Each entity has three attributes which are used to 
keep track of accrued damage. They are: M.D. mobility 
damage; F.D., firepower damage; and MF.D, mobility 
and firepower damage. 


iiesuser determines, by input of a variable LALPH (lethality 
alpha), how much of the previously incurred damage is to 
be considered in assessing the results of this round. 
LALPH is a number between zero and one. If LALPH is set 
to zero, none of the previously incurred damage is con- 
sidered, and the probability of each type of kill is 
independent from round to round. If LALPH is set to one 
all previously incurred damage is considered. In this 
case a vehicle which has been hit several times is much 
more vulnerable than one which has never been hit. Mm 
particular, as LALPH is increased, for any hit on a 
vehicle except the first one, the vehicle is more apt to 
suffer a non-catastrophic kill than if LALPH were smaller, 
modgea larger share of the probability is shifted into 

the M and F category. 


To determine whether a non-catastrophic kill has occurred 
(given no catastrophic kill), the current levels of M 
damage, F damage and M-and-F damage this impact. These 
levels are then compared to the previously drawn random 
number. Four outcomes are possible: M-Kill on this 
Sete 6 -Kill on this shot, MF-Kill on this shot, or no 
kill on this shot. If the target has been MF~Killed on 
this shot, or both M-Killed and F-Killed (as a result 

of this shot and some previous engagement), a FINAL.DEATH 
is scheduled to occur in the user input amount of time 
(T.LINGER). Table 2 shows the results of increasing 
LALPH from O to 1 for a specific set of damage probabilities. 


No degradation of the target's ability to move and fire 
is assessed for levels of M or F damage which do not 
Mesult in a kill. 


Before control is returned to event IMPACT, the global 
variable DAMAGE.NUM is set to a value which indicates the 
results of the round. Table IV presents those values and 
their meanings. 
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TABLE 2. P(k) as a Function of LALPH 


—_ om ee ee ee es ee i ieee oe om om ee oe © oe ae oe ee om ee oe ee om oe SP cee ee ee = 


SITUATION: Tank #47 has been hit by a round. Before the 

impact, #47 had incurred the following damage 
M.D. = .55, F.D. = .65, MP.D = .75 (Note that 
these numbers are Union i.e., M.D. is the union 
M-only and M intersect F). 

DAMAGE FUNCTION FOR THIS SHOT: 

[on ,. F— .6, MF = .8, P(K) = .1 

FOR LALPH = O (INDEPENDENT, ROUND TO ROUND) 


(M F - (Only F (M F)) ) 


Pet MK) 


tH 
dw 


P (MFK) = .4 


It 
bY 


PEK) 


FOR LALPH = 1.0 (ALL PREVIOUS DAMAGE CARRIED FORWARD) 


mmem="(1,0) * (.55) + (1.0 - (1.0) * (.55)) *.7 = .865 
me (1.0) * (.65) + (1.0 - (1.0) * (.65)) *.6 = .860 
Sue ( 1,0) * (.75) + (1.0 - (1.0) * (.75)) *.8 = .95 


Pee = 95 - .86 = .09, P(FK) = .085, P (MFK) = .675 


Pe@eAsiLITIES OF KILL on this round, given LALPH 


ALEPH =0 = O05 =0n5 = 0475 = 
M One 0.1945 0.145 1175 0.09 
asl 0.09925 0.0925 0.08875 0.085 
MF 0.4 0.41375 0.5375 0.60625 0.675 
K eu Onl 0.1 il pal 


Ay 


Upon return to event IMPACT, the results of the engage- 
ment are examined, and the firer takes action as 
directed by the tactical routines. He may re-engage 
the same target, select a new target, or move to a new 
mreings position. 


C. DETECTION OF DISMOUNTED INFANTRY IN STAR 
1. Background 

During the simulation the event DETECT is scheduled 
based on a time to detect that is returned from routines 
CARDIO and DISTMD.CARDIO. As stated in LTC Kelleher's paper, 
the detection routines in the STAR combat model were based 
on the DYNTACS detection model. An enhancement to the 
DYNTACS model was the ASARS version which modelled detection 
Beredismounted infantry. This model in turn was modified 
by Captains Howard J. Carpenter and Edward E. Thurman in 
{ Ref. 1_/. Their revision is incorporated in the STAR 
@embat model. This routine is called DISMTD.CARDIO. 

The continuous detection model in DYNTACS computes 
a probability of detection during t seconds. The computa- 
ional form is: 


B= 1,0 = expe«(=b"+) 


where L is the detection rate function (assumed constant) 
fae is the amount of time (in seconds). This value P is 
drawn from the population distribution of the detection times 


and is used to compute: 
foodie. = Pe ( =L), 


with detection times occuring in clusters of t second 
intervals. 


42 





Thescemstant L Veeenmpirically calculated by an 
equation derived from test results. This test was con- 
ducted at Fort Knox, Kentucky in 1965, not as a search 
experiment, but rather as a detection experiment. Various 
scenes were filmed of an M60 tank against various types of 
backgrounds on terrain similar to Western Europe. The 
maximum range to the target was 1500 meters. The film 
was shown to the test subjects, who were stationary and 
viewing with the unaided eye. The test data was collected 


and the following formula resulted: 


4 


im—merik) * ( - .003 + (1.088 / ad) ) with @ defined as: 


mmomit53 = to * (.05978 + 2.188 * (R¥#2) - .05038 * ev ) 
The variables are defined as follows: 

a. te - a terrain complexity factor. The more 
complex the terrain the higher the number. The range is from 
one to seven and is related to the number of potential 
avenues of approach. 

b. R - the apparent range to the target in kilo- 
meters. This value is based on the neight of the target not 
the visible area. All heights are scaled against the height 


of an M60 tank. For example, an M113 Armored Personnel 


Carrier is .66 the height of an M60, therefore 
R(M113) = R(M60) / .66 


C7mcewe— the crossing velocity of the target, i.e. 


the component of the target's velocity vector perpendicular 


to the observer-target line of sight in meters per second. 
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d. P(k) - the probability the observer is looking 
Meine sector of the target. To calculate P(k), the model- 
mime approach is to divide the potential search sector into 
twelve subsectors of thirty degrees each. Each subsector 
is assigned a probability. (Figure 5) these probabilities 
represent the probability the observer is looking in the 
sector of the target. For example if the observer's primary 
direction of search is indicated as Y and the target is 
lecated at point A, the probability the observer is looking 


Pieine target is .14 = P(k). 


y- Priiary 
OBS Direction 
of Search 


angle a 


A( IGT) 


Figure 5. Cardioid Used in the Detection Models 


The ASARS detection model modified the DYNTACS model 
to account for the abilities of the dismounted soldier. 
Poa@ononally, the factor of aural cues to the location of 
potential targets was added, but this is not modelled in 


STAR, nor will this modelling technique be discussed. 
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Reference 6, Volume IIB, has the source code and dis- 
Peesion on this topic. The portion of this detection 
model, assuming perfect intelligence of the target, is 
incorporated in DISMTD.CARDIO. 

2. Routine DISMTD.CARDIO 

DISMTD.CARDIO has reduced the soldier's search sec- 

tor to be initially ninety degrees. The value is dynamically 
changed based on the soldier's status in the simulation. 
All potential values of the soldier's search sector are 
expressed in multiples of thirty degrees. If he has no 
detections this value is set to 360 degrees and the DYNTACS 
cardio is used; if he has detected a target the area is 
reduced to thirty degrees. An adjustment to the cardaid 
used in DYNTACS is made to account for this reduction in the 
search sector. (Figure 5) The observer whose search sec- 
tor is less than or equal to ninety degrees has at least 
a fifty percent chance of detecting the target within the 
sector assuming the angle: 


a = (obs-tgt angle) - (obs primary direction of 
search) 


is within this ninety degree sector. 
From / Ref. 1_/, the search sector of the observer 
Mewa Variable called AREA. The variable P.SUB.K is set 
to 30.0/AREA if the AREA is not equal to 360. If AREA 
equals 360, the following formula is used: 
arouse Kk = 1712 + (1/2pi) * ( sinla + pi/6é) - sin(a) ) 





P.SUB.K is Monte Carlo'd against a uniform (0,1) and a 
detection event will be scheduled if P.SUB.K is less than 
or equal to the random number. The detection event is 
Eegeduled at a time increment from the current clock time. 
The time increment is distributed log-normal and the formula 
memcalculate this time is taken directly from the ASARS 
detection model. 
If the random variable Y is distributed log-normal, 
Peematural log of Y is distributed normal. Therefore, 
Let: 
a. NDT = ln (Y¥) such that NDT is distributed N(u,s), 
with u = E(NDT) and s = SD(NDT). 
b. Draw a random Normal (u,s) random number. 
ec. Set NDT equal to the random number and 
d. Calculate the increment in time for detection 
to be: 
Y = detection time increment = e ** NDT 
The log-normal random variable does not have the 
memoryless property as the exponential analog to the glimpse 
model (discussed in Chapter V). This particular property 
of the log-normal random variable implies that the longer 
you have been searching, without a detection, the less 
likely you will find the target in the near future. In 


symbols, 
Pie celseleYr 1) < PC Y< 5) 
This theory of detection is intuitively appealing and has 


been used as the model for personnel viewing a dismounted 


target at 400 <9 500 meters with the unaided eye. 
46 





To compute the mean of the random variable NDT, the 
ASARS model introduced three variables: the range, crossing 
velocity and terrain effects. These three variables are 
all used in the computation of this mean time to detection. 
From data collected in the Target Acquisition Study (TAS), 
a visual detection algorithm was developed for the dis- 
mounted infantry and the range and crossing velocity effects 


were defined as follows: 


G (range effect) = .018 +t .0058 * R 
Be(elocity effect) = 1.39 = .076 * cv 


The terrain effect, A, is handled by a direct assignment 
depending on the type of vegetation in which the target is 
Moeated. / Ref. 6: p. IV-A-17; Vol. IIA_/ The variable 

A can assume any of three values: 0.53, 1.49 and 1.35. 

{ Ref. 1; p. 158_/ The formula which links all three 


meee tcs to the mean time to detection is: 
BONO) = =-2.2)+ A + B+ G 


eamtne Standard deviation of NDT is 0.81. The value of the 
Standard deviation is based on the mean square error as 
found in an analysis of variance. Appendix B of / Ref. 6; 
Vol. IIA_/ contains a detailed description of the devel- 
opment of this model, to include the experimental design 
to conduct the analysis of variance. 

The TAS data did not take into account the dif- 


fererces in urban terrain. As stated in the URBWAR section, 
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Snapter Il, it is not apparent that this routine will 

return realistic detection times without the benefit 
Seevalidated test data on urban terrain. Another approach, 
which may be incorporated in the urban model, is the Glimpse 


Detection Model discussed in Chapter V. 


D. PARAMETRIC TERRAIN, LINE OF SIGHT AND MOVEMENT 
ifs rarametric Terrain 

In the years preceding 1976, the accepted approach 
in high resolution combat simulations was to represent the 
macro terrain (defined as the computed value of the eleva- 
tion for any (x,y) pair / Ref. 2; p. 5_/) as digitized 
terrain. The terrain was stored in a large table of numbers 
representing (x,y,z) coordinates in the Cartesian system. 
Sie procedure is to input an (x,y) pair and the matching 
z-coordinate is found through a table lookup algorithm. 
If one wanted to approximate the smoothing of terrain, 
because this terrain representation resembles a field 
of spikes, interpolation between points was a computation- 
ally simple procedure. But like anything associated with ease 
of computations, there is a price to pay - that cost being 
storage requirements for the (x,y,z) combinations. As an 
Semple of this cost, to store the elevations of a 30 kilo- 
meter by 60 kilometer battlefield at 100 meter intervals 
requires a storage capacity of 180,000 words (720,000 
bytes) / Ref. 1; p. 53_/. Because of these constraints 
most battlefields for Battalion models have been restricted 


to a 10 kilometer ty 10 kilometer box f Ref. 2; p. 5_/. 
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In 1976, MAJ Chris Needels proposed a method of 
representing terrain through a parametric procedure. The 
concept was to model individual hill masses and then form 
the terrain by overlaying these hill masses. In his model, 
MAJ Needels represented analytically the hill mass as a 
scaled bivariate normal probability density function. 

The result being a bell-shaped cross-section and elliptical 
contours for each hill mass. By varying the parameters, 
all types of hill masses could be represented. The hill 
mass functions and ideas of MAJ Needels were generalized 
into the STAR parametric terrain model, which has signifi- 
cantly changed the computations of these functions by 
making them more efficient and easier to fit the real 
terrain maps / Ref. 2; p. 9_/. 

A detailed description of input parameters, equa- 
fons, computer language, etc. will not be presented in 
this section, but only those characteristics of the terrain 
and how the STAR combat model uses this terrain represen- 
tation to perform two basic functions, line of sight 
(LOS) and movement. The detailed methodology for terrain 
processing is contained in / Ref. 2_/. 

Depending on the terrain to be represented, in a 
typical 10km by 10km box of 100 hills, about 800 parameters 
(eight per hill) are required to be stored; comparatively, 
in digitized terrain slightly more than 10,000 numbers 
must be stored. This twelve-factor savings in storage 


Memcubstantial / Ref. 2; p. 23.7. 
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The actual parameter collection process for each 
nill mass is done manually. These parameters are: 

auc = x-coordinatve of the hill center. 

Due Cc He==7-CoO@edinacte Of the hill center. 

c. PEAK.H - elevation of the nill mass measured 
from sea level. 

d. ANG.H - orientation of the ellipse measured 
in degrees counter-clockwise from the east to the major 
axis of the ellipse. 

e. ECC.H - eccentricity of the ellipse (ratio of 
the major axis to the minor axis). 

f. SPRD.H - measure of the hill size which is the 
distance in meters measured along the major axis from the 
hill center to the contour line 50 meters down from the 
peak. 

Co nl. = maximum heights of the normal. curve 
describing the hill mass; must be greater than 50 meters. 

nh. CUT.H - vertical distance measured down from 
the peak beyond which the hill mass is no longer considered 
in the computation. / Ref. 2; pp. 9-14_/ 

It has been demonstrated that a person trained in 
the skill of parameterizing can complete a 10km by 10kn 
box in five to seven work days (35 to 56 hours) / Ref. 1; 
pp. 58-50_/; the result being the data input for the 
terrain model. 


The STAR terrain model takes these eight basic 


parameters, and other inputs and creates the terrain 
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through a terrain preprocessor. The preprocessor develops 
and processes only those hills relevant to the particular 
area of interest. Thus, the speed and efficiency of 
performing functions on the terrain, e.g. line of sight, 
mPoptimized. 

Forests are also modelled in the STAR combat 
model; the forests being approximated as fitted ellip- 
tical cylinders. The process of the tree preprocessor 
is analogous to the hill preprocessor, the result being a 
list of tree ellipses in the area of interest. Of parti- 
cular note, is the inability of two combatants in the same 
forest ellipse, no matter what the distance between them, 
to be able to see one another. The logic currently in 
the program does not allow one to see into, within or out 
Seema forest ellipse. This shortcoming is of particular 
interest because this function must be available if one 
is to model urban terrain using the STAR terrain model. 

The research of the three combat models, MOBACS, 
URBWAR and STAR revealed certain characterisitics of 
urban terrain that are desired if one is to model combat 
in this environment. The rectangular structure of build- 
ings is a necessary characterisitic as modelled in 
URBWAR. The rejection of the MOBACS terrain has already 
been discussed in Chapter II. The STAR parametric ter- 
mame tS definitely not conducive for urban terrain; but 


in order to understand the functions performed using the 
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terrain, one must first understand the terrain model in 
STAR. Chapter IV will go into the final representation of 
the terrain in the urban combat model. 

What was sought in investigating the STAR terrain 
model was its use in order to conduct the line of sight 
and movement functions. Although these functions were 
performed on terrain unlike the urban terrain modelled, 
the methodology which models these functions can be placed 
in an urban model. 

2. Line of Sight (LOS) 

The STAR combat model calculates the line of sight 
using the parametric terrain. Given an observer and a 
mereet, the line of sight routine calculates the fraction 
of the target visible to the observer, i.e. a number between 
Oand il. The fraction visible is based on the vertical 
height and not on area visible. If this model were to be used 
in urban terrain, a possible shortcoming in this procedure 
is apparent, e.g. a man on the tenth floor could see a 
prone man easier than a standing man because of the amount 
of area exposed as opposed to a purely vertical height. 
Through a series of checks and calculations, only those 
hills and forests that affect the line of sight are 
checked, the fraction visible is returned and the line of 
Sight check is completed. 

ities wsimphistic explanation of this process does 


not adequately explain the full computational process 


iiet goes into line of sight checks. An interesting feature 
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of the STAR terrain model is the single parameterization 
meeine line of sight, i.e. all line of sight checks can 
be made with a single dimensional parameterization of the 
line of sight line, normally described in three dimensions. 
The mathematics of the procedure are explained in / Ref. 2_/ 
Magetie utilization of this logic in the urban terrain model 
memin Appendix C. 
3. Movement 

Movement in STAR is controlled by user inputs into the 
model. These parameters describe the start point, inter- 
mediate points where turns must be made (a line segment 
approximation of movement across terrain) and an end- 
point. All routes are expressed in terms of the number 
of nodes (start, turning and end) in (x,y) pairs on the 
terrain. The rate of movement is calculated as a function 
of the weapon type, system type and slope of the inter- 
vening terrain along the desired route / Ref. 1; p. 134/. 
The intricacies of table look-ups, e.g. the max/min velocity 
and acceleration for a system, the overlaying of the ter- 
rain along the route to determine slopes and the subsequent 
movement of the troops can be incorporated in an urban 
model. This is discussed in Chapter V as future enhancement. 

Of particular concern in the movement logic in STAR 
is the explicit calculation of movement rates based on 
tactical formations, missions, vehicles with or without 
soldiers, etc. The resolution of the macro terrain allows 


for this type of calculation; however, when one begins to 
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think of how to model a soldier moving through a building, 
the required higher resolution of the terrain representa- 
tion has to be considered. This resolution consideration 


is discussed in Chapter V. 


E. ROUTINES IN STAR ADAPTABLE TO URBAN COMBAT 
The STAR combat model contains a myriad of routines 
and events that can be used in the urban model. These 
modules will have to be reformatted and adjusted to 
handle the proposed urban model, but the logic and thought 
processes of combat actions and assessments are similar 
whether they be within or external to urban terrain. The 
urban combat model contains portions of some of the rou- 
tines in the STAR model and similarities between the two 
can be seen. 
Some of the routines and events that can be placed 

in the urban model are: 

ipees see tes A facsimile of this driver event 
memcurrently in the urban combat model, but is not in 
the configuration of the STAR routine. ¢t 1s used only 
to schedule lines of sight for each observer-target pair. 

Zee toN tp CanDiO;: Like SIBP.TIME, this routine 
in the current urban model is a place holder. The times 
to detect that are returned bear no resemblance to the 
desired detection times. 

Boe 2SkGET.SHURCT: This event has not been written 


nor has the target priority criteria been established. 
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er Ukie peecepresenc, this event is called 
KILL.MAN in the current urban model. The event randomly 
selects a probability of kill and based on the range to 
the target, the firer either hits or he misses. The inclu- 
sion of all events and routines associated with firing 
against a dismounted target as contained in the STAR FIRE 
meric, t.e. IMPACT, LOS, INF.COMPUTE, ATRIT, INCAPACITATE, 
and BRST.FIRE, are all discussed in / Ref. 1_/. For 
engagements against targets other than dismounted infantry, 
the discussion in LTC Kelleher's document covers all 
routines and events that need to be incorporated. 

The adding of these routines and events is not an over- 
night task, nor is it to be construed as an easily defined 
task. Research into these routines and events and their 
subsequent incorporation into the urban combat model may 
require renaming variables, adding attributes, arrays and 
data requirements, and in perhaps some cases rewriting 
the event or routine keeping only the logic flow as a 
guideline. 

Chapter V contains additional discussion and detail 
on using STAR modules as an enhancement to the urban 


combat model. 
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IV. GENERAL METHODOLOGY OF THE URBAN COMBAT MODEL 


Pee DESCRIPTION OF THE MODEL AND ITS CAPABILITIES 

The urban combat model is structured to simulate 
a Red force versus a Blue force of dismounted infantry in 
typical urban terrain. The size of the forces to be 
Simulated is not model dependent, nor is the size of the 
Meben terrain to be used in the simulation. All combat 
units, regardless of the force size, are resolved down 
Bomune infantry soldier. The current version of the model 
memnot capable of full combat simulation. The current 
capabilities of the model are: 

1. Creates the urban terrain, 

2. Creates the individual soldier, 

3. Conducts lines of sight between observer-target 
pairs and returns the range to the target and the frac- 
tion visible of the target to the observer if there is 
line of sight. (These two values are to be used in rou- 
fame DISMTD.CARDIO, discussed in Chapter III, which returns 
Beoime to detect.) 

4, Places detected targets on the observer's target 
Mieveend, if line of sight is lost, removes the target 
from the observer's target list, and 

5. Conducts a pseudo-simulation, i.e. events have 


been created to schedule lines of sight, detections, firings, 





and the assessing of casualties. These events were placed 
mmerne model, not as a final product, but rather as an aid 


to observe the functioning of the above four capabilities. 


eeeeDeoCRIPLTION OF ENTITIES AND LINE OF SIGHT ARRAYS 

The urban combat model defines two classes of temporary 
entities: 

mOoUSE - & building in the urban terrain and 

MAN - an individual soldier. 
The simulation creates a set called TOWN, which contains all 
HOUSES. Each HOUSE owns a set called BLDG.LIST in which are 
filed all MAN entities who are in that building. 

Pe eenvity HOUSE 

The temporary entity, HOUSE, is modelled as a 
rectangular, box-like structure. The user is required to 
design the composition of these entities based on his 
desires for the type of urban terrain to be utilized in the 
Simulation. 

The attributes of the HOUSE and an example of their 
utilization are listed below: 

a. BLOCK: The number of the block in which the 
house is located. In the search algorithms, discussed in 
section E of this chapter, the isolation of the houses 
in a certain block increases the efficiency of the algorithm. 

b. DIM.FLOOR: The distance between floors in the 
house. The model currently assumes the house has equal 


Spacing between floors. When calculating the attributes of 
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the combatants, a soldier can be placed on a floor of the 
house by a division of this value into his z-coordinate. 

ec. DIM.X,DIM.Y,DIM.Z: Dimensions of the building 
Gaeohe x, y and z directions respectively. This model 
assumes regularly shaped, box-like structures. These values 
are used extensively in the line of sight routines in the 
testing of the building for the line of sight checks. 

d. KM: The constant associated with the structure 
as described in the MOBACS combat model as k(m), Chapter II. 
Although not utilized in the current urban combat model, 
it will be used to assess non-fragmenting projectile 
penetration of a building. 

e. NAME: Denotes the number of the building. This 
number relates to the attribute of the combatant, 
MANS.HOUSE, given that he is in the HOUSE. It is addition- 
ally provided as a means to count through the houses when 
doing the line of sight checks. 

ff. N.OPENINGS: The number of openings, defined as 
windows or doors, in the house. These openings are only 
imese that face to the outside of the building. It is 
assumed that movement and line of sight within the building, 
given two combatants are on the same floor, is not hindered 
by a lack of openings to move or see through. This value 
is linked to the three opening arrays, OFENING. ARRAY, 
ee. DiMEN and OPEN,FACE, which contain all the information 
concerning a specific opening. These arrays are more fully 


Pxpaeined later in this section. 


58 





Cerne eet Lhe x-Coordinates of the 
building. They are numbered in sequence from the bottom 
left (southwest) counter-clockwise around the building. 

Weer te. y, 3,0? Analosous to the x-coordinates. 

i. THICK: Value for the thickness of the struc- 
ture in inches. This value is later changed to be 
expressed in meters and will be used in the calculation 
of non-fragmenting projectile penetration as described in 
MOBACS. Each building is considered homogeneous in 
thickness. 

jJ- TYPE: Denotes the type of structural material 
used in the building. A building can be of only one type. 
The assignment of the KM attribute is directly related to 
the type of building material used in the building. 

All attributes of the eens associated with the 
cartesian coordinate system are input into the program as 
offsets from a known point and are depicted in Figure 6. 
Mereexample, the (X.1,¥.1) coordinate pair describe the 
lower left hand coordinate of the building, as you face the 
Dumeding, as an offset from the origin of the grid desig- 
maeeon (0.0,0.0). All other coordinates of the building 
iamune X-Y plane are then calculated from (X.1,Y.1) 
based on the dimensions of the structure which are input 
values. A single dimension is input for the elevation 
of the building. The model assumes that all buildings are 


sitting on tabletop terrain, i.e. elevation zero, there- 


fore only one input is required for the Z-coordinate of 


the building. 
oy 








DIM.FLOOR 


at 
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INPUT DATA REQUIREMENTS 


aay 3) 
DIM.X 
Di. Y. 
DIM.Z 
DIM.FLOOR 


Figure 6. Building Representation in the Urban 
Combat Model 
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Additionally, the coordinates of the openings 
are input as offsets from (X.1,¥.1) and describe the 
lower left hand corner of the opening as you face the 
opening from the outside. (Figure 7) There are three 
arrays designated to contain the values to describe the 
openings: 

a. OPENING.ARRAY: This array is dimensioned as 
the number of houses by 3 * the number of openings in 
the HOUSE. It contains, in groups of three, the x, y 
and z offsets of each opening in the building from the 
jonl,Y.1) coordinates of the building. (Since the base 
elevations of all buildings are at zero elevation, the 
z-offset is merely the elevation of the opening.) 

b. OPEN.DIMEN: The dimensions of this array are 
the same as the above array. The values are input in groups 
of three and are the dimensions of the opening in the x, 
feeerd Z directions. 

c. OFEN.FACE: The array is dimensioned as number 
of houses by number of openings. The values it can con- 
Ge3n are integers from one to four, corresponding to south, 
east, north and west, respectively, indicating the direction 
Baewhiech the opening is facing. 

All calculations which involve the opening are done from 
the base coordinate of the opening and the dimensions of 


the opening are used accordingly. 
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FRONT VIEW 





i 
a = (X.1+ OPENING ARRAY (I,1), 
Y.1, OPENING.ARRAY (1,3)) 
b= (ay + OPEN .DIM (1,1), Ay» ay) 
c= (by, by» by + Oren pune (1 ,3)) 
d = (ay, ays Ay * OPEN .DIM (1,3)) 
NOTE: OPENING ARRAY (1,2) = 0.0 


() 
(2) OPEN .DIMEN (1,2) = 0.0. 
(oy This is theseirst opemang in HOUSE (1) 


(X.1, Y.1 + OPENING ARRAY (1,5), 
OPENING ARRAY (1,6) 
b= (ay ay + OPEN .DIMEN (1,5), a,) 


c = (by, by, b, + OPEN.DIMEN (I,6)) 
d= (ay, ay, a, 7 OPEN.DIMEN (1,6)) 


m9 
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(2) QPENINGSARRAY (1,4) = 0.0 
3) OPEN .DIMEN (1,4) = 0.0 
3) This is the second opening in HOUSE (I) 


Figure 7. Opening Representation in the Urban Combat 
Model 





Pec Gy NAN 
Each MAN is modelled as a temporary entity. His 


list of attributes is not as entensive as in the dismounted 
infantry version of STAR, but was constructed only to 

allow the capabilities described above to be exercised 

and verified. As the model matures, more attributes can 

be added. 

The attributes of the MAN are: 

a. ACTIVITY: Denotes the type of activity in which 
the combatant is currently engaged. The type of function 
the combatant can perform is directly related to his activity 
Status, e.g. if a combatant's status is dead, he can per- 
monn no functions or if a combatant is firing, he cannot 
detect targets until his engagement event is over. 

ibe «ARMY: The value that links the combatant to 
Pmeeerce. This value assists in the control of who can 
detect or engage whom, i.e. a Red combatant will not engage 
or detect another Red combatant. 

c. MANS.BLOCK: Denotes the block (grid square) 
in which the combatant is located. When determining the 
attributes of the soldier, only those buildings in the 
soldier's block will be checked, thus increasing the 
efficiency of the assignment algorithm. 

d. MANS.DIR: This value indicates the direction 


in which the combatant is looking. The correlation of the 


integer value to the direction is analogous to the elements 


Of the OFEN.FACE array. When conducting line of sigh? 
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checks. this value directs the flow of the program to the 
correct subroutine. This is explained further in the 
discussion on the line of sight procedure. 

e. MANS.FLOOR: The value of the particular 
floor on which the combatant is situated. This value is 
used in the line of sight checks as follows: if two opposing 
soldiers are on the same floor of the same house, line 
Of sight is yes; if two opposing soldiers are on different 
floors of the same house, line of sight is no. Other 
potential uses are in the movement module. 

f. MANS.HOUSE: The value of the NAME of the 
MOUSE in which the soldier is located. In any of the 
algorithms, this value is checked to eliminate those per- 
sonnel not contained in the building of the same number. 

g. MANS.OPENING: This value can assume a value 
of one to N.OPENINGS(HOUSE), assuming the combatant is in 
a building. By linking the combatant's opening to the 
direction in which he is facing, the number of line of 
Biont checks is minimized. This is illustrated in sec- 
meonet Of this chapter. 

h. POSITION: Denotes the job position of the com- 
batant. Although this value is not used in this model, 
the future usages to denote weapon type of the combatant 
or fire control coordinator, for example, are probable 


enhancements. 
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ec OolUuniss tm@emvalue of this variable indi- 
cates the physical position of the soldier. The possible 
positions are standing, crouching, kneeling and prone. 

The amount of exposed height is adjusted by this parameter, 
e.g. if he is standing, his height is assumed to be two 
meters; if he is kneeling, his height is assumed to be 

one meter. 

3. TITLE: The number assigned to the combatant 
within his own force structure. 

ae Noleere MAN ZeMANe “The (x,y,z) coordinate of 
the combatant to the top of his head. 

The coordinates which are input to describe the 
soldiers location on the urban terrain are used to deter- 
mine some of his attributes, i.e. MANS.BLOCK, MANS.HOUSE, 
MANS.FLOOR and MANS.OPENING. Routine CALCULATE.MANS.DATA 
is the routine which calculates these attributes, from 
within the routine and by calling two other routines, 

FIND LOCATION (returns combatant's block and house) and 
LOOK.FOR.OPENING (returns combatant's opening). This 
routine can also be used to update these attributes of 
the soldier once his new coordinates have been assigned. 

If a soldier is located at an opening, the routine 
recalculates his coordinates to allow him to view beyond 
the plane of the house which contains the opening. It 
is assumed that if a soldier is going to observe from an 
Opening, he is going to look beyond his building in order to 


get a 180 degree field of view. 
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peeoine of Sight Arrays 


Global arrays that are used in the line of sight 
routines and that are used to construct the soldier tar- 
get lists are reserved and dimensioned in routine SET.UP. 
Mhe line of sight arrays of each force and the individual 
soldiers target lists are initially set to zero. The 
force line of sight arrays are named RED. LOS.ARRAY and 
BLUE.LOS ARRAY and are dimensioned as number of blue 
combatants (row) by number of red combatants (column). 
Mie individual target lists are denoted RED.TGT.LIST and 
BLUE.TGT LIST. As detections occur a one (1) is placed 
Mache corresponding (i.j)th position of the force line 
of sight array and the pointer of the target is placed on 
the observer's target list. 

Updates to the combatant's target lists are not 
made unless there has been a change in status in the 
Corresponding force line of sight array. For example, 
mitered 1 detects Blue 7, but the (7,1) position in 
meme lLOSs. ARRAY is 0, then Red i's target list must be up- 
dated to place Blue 7 on his target list. Reversing the 
procedure will take a lost detection off the target list. 
In both cases, after the target list has been updated, 
the force line of sight array is updated to reflect the 


eeenge in status. 
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®. KEY EVENTS AND ROUTINES 

The driving forces in the simulation process are the 
events and the occurance of those events as simulated time 
progresses. Linked to any of these events can be other 
events or subroutines (routines) which control the flow 
of the simulation. This interaction of events with other 
events and/or routines can be defined as the modeller's 
concept of how he envisions the flow of the battle and the 
logical sequence in which combatant's actions occur. Sec- 
tion D of this chapter describes the simulation of the 
urban combat model. Listed below are the key events and 
routines in the simulation. The description of these 
events and routines will aid in understanding the simulation 
description. The source code for the events is contained 
in Appendix E; selected routines are described in detail 
mreappendix C. 

eeeenoutine SET.UP: This routine reads in the data, 
asSigns the attributes to the entities and initializes 
the line of sight arrays. Appendix B has an example and 
explanation of the data required to run this simulation. 

b. Routine CALCULATE.MANS.DATA: This routine is 
Batted from routine SET.UP. This routine assigns the 
combatant 's attributes based on his (x,y,z) coordinates. 
This routine can also be used as an update routine once 
the movement module is incorporated and the combatant's 
coordinates are changed. The following routines are called 


from this routine and the returned attributes are listed: 


ON 
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(1) Routine FIND. LOCATION: MANS.BLOCK and 
MANS .HOUSE 
(2) Routine LOOK.FOR.OPENING: MANS.OPENING 

Ail other attributes are assigned or calculated in routine 
CALCULATE .MANS.DATA or routine SET.UP. 

Peentoupine CHECK.,LOS; This routine checks for line 
of sight between an observer and a target. There are a 
number of routines called from CHECK.LOS and which will 
not be described in this section. A detailed description 
of these routines is in Section E of this chapter. The 
source code and explanation of the methodology is con- 
maimed in Appendix C, Section l. 

eeeROuLine UPDATE .TGT.LISTS: This routine updates the 
target lists of the combatants. The routine is called when 
ememaice in the line of sight arrays for the forces, i.e. 
RED LOS.ARRAY and BLUE.LOS.ARRAY, is made. The stimulus 
mompecalling this routine is the addition of a new detec- 
meom, che loss of an old detection or the killing of an 
opposing force combatant. The detailed explanation of the 
Source code and the procedure for updating is in Appendix 
Bemoection 5. 

Peeeavens oLEP.TIME: This is the driver event for 
this combat model. Because this is not a full combat model, 
dine of sight is the only function really being tested. 
As the model matures, this event can be expanded as desired. 
Based on a random number draw, event LOSCHECK is scheduled 
for each observer-target pair. STEP.TIME recursively 
Peschedules itself in thirty time units. 
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f. Event LOSCHECK: This event calls the routine to 
check the lines of sight between an observer-target pair 
Eemune event occurs. If line of sight does occur the 
routine to calculate detection times, DISMTD.CARDIO, is 
called and the event DETECT is scheduled. 

g. Event DETECT: This event initially checks to insure 
that line of sight still exists between the observer and 
iereet by calling routine CHECK.LOS. If line of sight 
still exists, two actions occur: (1) the observer's 
target list is updated if necessary and (2) the event to 
fire at the target, KILL.MAN, is scheduled based on a ran- 
dom number draw for the time increment for the event to 
occur. Because there is currently no logic to prioritize the 
firer's target list, the time at which the firer engages 
a target is purely random. | 

h. Event KILL. MAN: The simulation of the firer 
engaging the target occurs in this event. The detailed 
procedure of the firing module contained in the STAR com- 
bat model, discussed in Chapter III and in / Ref. 1_//, 
is not contained in this event. In order to simplify the 
Beocedure, a Simple test of kill or not kill is made. The 
probability that the target is killed increases as the 
range to the target decreases; after a Monte Carlo test, 
the target is either dead or alive. The actions that occur 
after this test is made are described in Section D of this 


Chapter. 
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ie venoeolM. SLOP: This calls the routines to print 
the target lists of all the combatants and the final status 


mameach combatant at the end of the simulation. 


fee tHE SIMULATION 

The simulation begins once SET.UP is exited. Figure 8 
shows the flow of the simulation. 

The event STEP.TIME is entered immediately upon exit- 
m@enotl.UP and times for lines of sight checks for all 
observer-target pairs are assigned. Event STEP.TIME 
recursively schedules itself in thirty units. 

When the first line of sight event occurs, event LOSCHECK 
is entered. If the observer and target are both still 
meive, routine CHECK.LOS is entered. If line of sight does 
exist, routine DISMTD.CARDIO is entered and a time to 
detect, an incremental time from the current simulation 
time, is returned to the event. The detection event, 
DETECT, is then scheduled and control returns to the system 
Brock. 

When the detection event occurs, if the observer and 
target are still alive, another line of sight check is made. 
feeche line of sight indicator returned from CHECK.LOS does 
M@geequal the current value in the line of Sight array, i.e. 
a new detection or line of sight has been lost to an old 
detection, then the observers target list and the line of 


Sight array are updated. If line of sight does exist, then 
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ROUTINE SET.UP 


EVEN ES StEr. LIME 


EVENT LOSCHECK 


EVENT DETECT 


EVENT KILL.MAN 





Figure 8. Simulation Flow in the Urban Combat Model 
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an event for the observer to shoot at the target, KILL.MAN, 
is scheduled and control is returned to the system clock. 

When the firing event occurs, if the observer and 
target are still alive, the shot is fired by the observer. 
After conducting a Monte Carlo draw based on the range to 
the target, a hit or miss is assessed. If the target is hit, 
he is assumed to have been killed and the following events 
pecur: 

1. If the target is in a house, he is removed from that 
BLOG. LIST, 

2. The target's activity is set to zero (soldier is 
dead), 

Peal. soldiers’ target lists in the observer's army 
are updated to remove the dead soldier from their respective 
target list and the army's line of Sight array is updated, 
and 

4, The target's target list is released. 

If all the Red or Blue forces have been killed the simula- 
Sense ts stopped, if not control returns to the system clock. 

If the observer misses the target, new detection times 
are calculated. The observer is rescheduled for a new 
detection at that target, and the target is now scheduled 
for a detection on the observer. These new detection times 
are based on a random number draw, not from routine 


DISMTD CARDIO. If the firer has missed his target, the 
actions of the firer and the target are not well defined. 


Possible actions would be: 
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1. The target would go into defilade, thus blocking 
fine of sight. 

2. The target would go into defilade, but not down 
far enough to block line of sight. 

3. The target would not be aware he wasfired upon and 
do nothing, thus allowing the firer to reengage him 
immediately. 

4, The target would sense the location of the firer, 
either visually or aurally, and then detect and engage him. 
These type of situations have to be investigated and 
modelled more thoroughly in order to create realism in 
this particular module. 

In all these events the actual distribution of the times 
for the event is not taken into consideration. All events, 
except for time to detect, are scheduled based on a uniform 
random number draw; times to detect are distributed log- 
normal (same as in DISMTD.CARDIO) but the mean time to 
detection is a function only of the range to the target 
and the fraction visible. The enhancement of including the 
STAR combat model's routine, DISMTD.CARDIO, would alleviate 
this particular problem. The times to shoot given a 
detection or given a miss, still require more investigation. 

The equations used in the routines to arrive at a 
line of sight determination have all been derived based 
on the rectangular structure of the buildings and the lack 


of a width for the representation of the soldier. The 
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geometrical representation of this angular battlefield 

did not lend itself to some of the existing techniques and 
routines already in current models, e.g. STAR, because of 
the model's use of an elliptical, bell-shaped terrain 
representation and the three-dimensional representation 

of the individual soldier. As the model matures, the 
representation of the soldier as a three-dimensional figure 
will have to be accomplished in order to produce more 


realistic lines of sight and casualty assessments. 


BE. THE LINE OF SIGHT PROCESS: AN OVERVIEW 

The major portion of this urban model is comprised of 
mmeeline of sight process. The major routine, CHECK.WS, 
wes up to four other routines in order to return a line 
Meesish, indicator (YES/NO), a fraction visible, an 
observer-target range and an observer-target angle. The 
two subsections of this section describe the logic of 
the line of sight check methodology and the types of checks 
that need to be made in order to minimize the amount of 
computing required to determine if line of sight exists. 

There are two assumptions made in the model for line 
of sight determination. These assumptions are: 

(1) a combatant located inside a building not at an 
Opening, will not observe. A combatant, inside a building 
and not an opening, is assumed to be doing some other 
Beuivity other than observing, e.g. talking on the radio, 
steeping, eating, etc., therefore his basic activity is 
mot observing. 
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(2) the observer cannot see the opposite inside wall 
Soa DULlding through an opening. The amount of ambient 
light inside a room will decrease as an observer looks deeper 
into a room through an opening. Because of this loss of 
available light inside the room, it is assumed that he 
cannot see the opposite side of the building. 

imeerouLines Called in CHECK. LOS 

As stated above, CHECK.LOS calls many routines in 
the process of determining line of sight. The routines can 
be categorized into three distinct functional areas: 

a. To determine if line of sight can ever 
exist between an observer-target pair based on the direc- 
tion the observer is facing and the position of the target. 
These routines do not take into account intervening ter- 
rain and they assume that if the target is inside of a 
building, but not at an opening, then it is possible for 
dine of sight to exist. 

b. To increase the efficiency of the program 
By returning a value that is used in another routine and 

e. To calculate the values of the desired 
global variables. 

imiese rOu~anes, With a brief description of the 
methods contained in the routine in order to perform their 
desired function, are listed below. A more detailed des- 
cription and the source codes for these routines are con- 


tained in Appendix C. 
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epee Ch. Obie Obocme tits routine 1s called 
mf che observer is in the open, i.e. on a roof or not in 
Meeutiding, and the target is located in a building. (If 
both observer and target are in the open, there exists the 
possibility that line of sight exists.) The routine 
determines the position of the observer relative to the 
target, e.g. north of the target or east of the target, then 
checks to see if the target is facing in that direction. If 
he is, then line of sight Carn eerste eat he isn't, then 
line of sight can never exist, because the target's building 
is blocking the line of sight. 

DemeCuBcCK. NORTH? SOUTH: This routine is called 
if the observer is facing either north or south and the 
jeaeeet 1S in a building. Based on the location of the 
observer to the target, e.g. north, southeast, west, etc., 
Siew possibility of line of sight existing can only occur 
if the observer-target direction pairing meets certain cri- 
meria, @€.g. the observer is facing north, the target is 
facing south and the observer is south of the target. If 
the necessary condition does not exist, then the line of 
Sight process is stopped. 

c. CHECK.EAST.WEST: This routine is analogous 
to the above reutine, except the observer is facing either 
east or west and the necessary conditions are also changed. 

Gd. SRiND. FACE: Assuming that the line of sight 


line has gone over or around a building, that building 
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could possibly reduce the amount of the target visible to 
the observer. In order to assist in this calculation, the 
Side of the building facing the observer has to be found. 
Mas routine identifies that side of the building by utili- 
Zing the geometry of the building, 1.e. rectangular in 
shape, and the angles induced by the observer looking at the 
Garget and at the building. The use of the trigonometric 
relationships of the observer, target and the building are 
then used to determine the side of the building facing the 
observer. This value is passed to routine TGT.IN.BUILDING, 
if the target is inside the intervening building, and is 
miways passed to FERCENT.VISIBLE. Appendix C, Section 2 
contains the more detailed explanation and source code for 
this routine. 

e. TGI.IN.BUILDING: If the target is inside 
PeouLiding eit at an opening, this routine is called. The 
existence of line of sight is determined by searching 
through all the openings in the target's building that are 
facing the observer. If there is at least one opening that 
merers line of sight, then PERCENT.VISIBLE is called; if 
meme ot Sight does not exist, the line of sight process 
is stopped. The source code and detailed discussion of 
me routine is in Appendix C, Section 4. 

f. PERCENT, VISIBLE: Once it has been deter- 
mined that the observer can see the target and there is 
meoullding or opening in the vicinity of the line of sight 


dine that could reduce the amount of the target visible to 


Gr 





ine observer, this routine is entered. The geometric and 
trigonometric relationships and identities linking the 
observer, target and building are used in finding this 
meeepion Visible. Section 3, Appendix C has the discussion 
on this routine and the source code. 
2. Lhe Procedure 

The line of sight procedure is depicted in Figure 
9. <A description of the routine CHECK.LOS is described 
below and the routines that are described above are noted 
in the narrative as they are encountered in the procedure. 

a. A series of checks are initially made and 
line of sight can be determined immediately. These checks 
determine the obvious occurrances or non-occurances of 
line of sight, e.g. the target and observer are in the same 
building and on the same floor means there exists line of 
Sight; if they are not on the same floor, there is no 
Mim@esot Sight; or if the observer is in a building not 
at an opening, he does not observe. 

D. Met “ie “erect fs in the Open, the flow is 
directed to control point GRID, where the detailed search 
along the observer-target line of sight is initiated. 
Without the enhancement of obstacles in this model, if a 
fect 1S not in a building, the only hindrance to line of 
Sight is a building. Therefore, targets in the open are 


always subject to a line of sight check. 
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Figure 9: Line of Sight Flow in the Urban Combat 
Modei 
We 





c. Otherwise the flow is directed to the 
appropriate routine based on the observer's status, l.e. 
Mache open, facing north or south or facing east or west. 
These subroutines are CHECK.OPEN.OBS, CHECK.NORTH.SOUTH 
and CHECK.EAST.WEST. All three subroutines return a line 
mmole nt indicator. If it is NO, then the positioning of the 
target relative to the observer prevents any occurrance of 
Peeine Of sight and the routine, CHECK.IOS, is exited. 

d. Otherwise the flow goes to control point 
GRID. 

ee foeGken, the mumoer of blocks crossed 
by the line of sight, as well as the block designations, 
are determined. The technique to determine these blocks 
is taken from / Ref. 5_/. The purpose of the procedure is 
to reduce the number of buildings that have to be checked 
momeline of sight interference, thus reducing CPU and run 
time on the simulation. 

f. The block numbers are passed to two loops 
within which a search along the line of sight is conducted 
to determine if a building impedes the observer's view of 
the target. Only those buildings within the designated 
block are checked. 

2.) slieatiernvervening building blocks the line 
of sight and the target is not inside that house, then 


line of sight does not exist and the routine is exited. 
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helt the intervening building is the tar- 
get's, then the routine FACE.OBS is entered. The output 
lmeomecCACE OBS is then input to routine TGT.IN.BUILDING, 
which determines line of sight by looking through the 
openings of the building facing the observer. If line 
of sight is blocked, the routine is exited. 

1. If the current building does not impede 
the line of sight and the line of sight line passes over 
the building, then FACE.OBS is entered. In order to 
determine whether or not the line of sight breaks the side 
planes of the building, i.e. passes over the building, 

a check is made before FACE.OBS is entered. The intent 
PeeGnis check is to minimize the number of buildings 
that have to be checked for possible degradation of the 
fraction of the target visible to the observer. 

j. In both cases, h and i above, the routine 
PERCPN? .VISIBLE is entered and the fraction of the target 
Visible to the observer is returned. 

kk. @8he variable FER.CENT.VISIBLE is then up- 
dated by taking the minimum of the previous value of PER. 
CENT .VISIBLE and the value returned from PERCENT .VISIBLE. 
The flow then returns to check the next building until 
the loops are exhausted. 

ieeeliviine of sight exists, the range to the 
fereet (RANGE.TO.TARGET) is calculated and the routine 
is exited. The two global variables PER.CENT.VISIBLE and 
RANGE .TO.TARGET are both used in the routine DISMTD.CARDIO. 
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Tne line of sight procedure is comprised of many 
checks, and if not done efficiently, unnecessary computer 
time may be used. The proceduresdone in this routine 
that have reduced the computer run time are summarized 
below: 

a. The initial screening process in this 
routine, steps a to c above, eliminates those observer- 
Gearget pairs in which line of sight is obviously YES or 
NO. 

b. The isolation of the number grid squares 
crossed by the line of sight line, reduces the number of 
buildings that have to be checked. 

G7 Lie caleutacion of the fraction visible for 
only those buildings that are along the line of sight 
reduces the number of checks. 

Geeeluecmbecating of the Side of the building 
facing the observer, given the target is inside the 
building, and then checking only those openings on that 
Side of the building for line of sight also reduces the 


number of checks. 
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V. EURURZ EN z 


Dies thesis presents a foundation for an urban combat 
model on which a complete model can be built. Although it 
is a stand alone model, the capability to directly use some 
of the routines and events from the STAR combat model, as 
discussed in Chapter III, will save modelling time. Other 
Meeas Of Combat, which are strictly urban combat related 
or not included in the dismounted STAR model, are still 
needed if one wants a higher resolution model. This chap- 
ter will delineate some of the future enhancements which 
are of near term interest in order to quickly get a work- 


ing urban model. 


A. MOVEMENT LOGIC 

Movement in the urban terrain is characterized by a 
combatant darting from one covered and/or concealed area to 
another or by exposing himself for only very short periods 
of time for observing or firing. Other types of movement, 
discussed in the URBWAR model include movement to gain a 
more advantageous position for observing or firing. 

The movement model can incorporate any of two possible 
models: preplanned movement as in STAR or dynamic route 
Selection as reported in DYNTACS or ASARS. Preplanned 
routes can be employed for moving a unit into an urban area. 
However, once contact is made, the movements of each 


combatant can no longer be preplanned and based on some 
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Sriteria, they will assault or defend in the most effec- 
tive manner. 
1. STAR Movement (Preplanned) 

As discussed in Section IIIC, movement in the dis- 
mounted infantry version of STAR is nodular in structure 
from start to end points. Movement in this manner is 
characterized by a set formation, input value, from turn 
Mees tO turn point, until the simulation has stopped. It 
is not realistic to attempt to model this type of move- 
ment in urban terrain (the realistic value of this type of 
dismounted movement in any type of terrain is questionable) 
except to initially move an element into the urban terrain 
and to designate the subobjectives and final objective 
Goeethe assaulting element until contact is made. At this 
time the dynamics of characteristic urban combat must 
dictate the movement of the combatants until the simulation 
mS Over. 

2. Dynamic Movement 

No explicit recommendations for an approach to 
modelling dynamic movement will be discussed in this sec- 
feon. it is unclear what prerequisite conditions must 
exist before a combatant will perform a certain action. 
The analysis of all the stimuli that would invoke movement 
and the proper movement to take are the critical steps 


fm this module. 
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The stimuli that can invoke movement can be of 
three types: 

a. Orders from a superior to move to point 
Pee inis unfortunately reveals another source of model- 
ling dilemmas, i.e. the leaders decision-making process. 

b. Visual detection of danger. This can take 
Smemany forms such as the muzzle flash, the striking of a round 
in the vicinity of an enemy soldier but out of the effective 
range of his weapon or a glimpse of a darting soldier across 
Bemopening. An interpretation as to the criteria for a 
danger state is required to filter those states the soldier 
may be in that are not considered dangerous. 

Ce eAvral cues. ihe presence of gunfire will 
always force a combatant to search in the direction of the 
stimulus. In the absence of orders, if the gunfire is close 
to the soldier it is natural to move to the sound to seek 
its source. 

When a person moves through an urban area, certain 
aspects of the terrain structure must be considered. When 
moving through an area with knowledge of enemy in the area, 
this knowledge coming from intelligence reports or explicit 
cues to their presence, avoidance of open areas and quick 
darting movements from covered area to covered area is 
the preferred method. The process of modelling this type 
of movement has to take into consideration: 

a. The location of the nearest opening relative 


mo vhe combatant 's direction of movement. 
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b. The location of those areas known to be 
controlled by the enemy either by fire or observation. 

c. The distance separating the combatants of 
the same force. (An input parameter that must be considered 
to simulate some level of control of the force). 

d. The locations of corners of buildings to 
force the combatant to halt, observe around the corner and 
proceed if no danger exists. (An implicit modelling con- 
Sideration is how to model only a portion of the soldiers 
head as he looks around or over his covered area.) 

e. If modelled, the location of obstacles, e.g. 
cars, rubble, etc., for the combatant to hide behind, given 
he must move in that direction and the obstacle offers 
sufficient cover from fire and observation. 

f. Combat in urban terrain does not dictate 
that the shortest distance between two points is a straight 
line. Evasive, darting, zig-zagging movement is often 
characteristic. 

Movemien; in the interior of a building for the 
both the attacker and the defender is also dynamically 
dictated. 

a. Location of the nearest opening given the 
combatant is cued to the presence of an enemy in a certain 
Garection. 

b. Location of the stairwell. 

ec. Controlling the speed of a combatant going 


up or down a stairwell depending on the known enemy situation. 
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d. Moving from an opening given a round 
has struck in his vicinity, and then relocating at another 
opening that offers him the same field of view in order 


to search for and engage the enemy. 


fee liMeS TO DETECT 
1. General 

The current simulation does not contain a valid 
routine to return detection times. A possible choice is 
ime routine DISMTD.CARDIO, discussed in Chapter III. The 
URBWAR combat model eludes to another procedure for detec- 
tion times for a non-firing target. Reference is made to 
a glimpse time and although the narrative found in 
{ Ref. 5 7 does not explicitly state a modelling approach 
other than the vision lobe theory, the glimpse model 
Bor detection is probably used in the model. This next 
Section will discuss the glimpse modelling approach for 
detection. 


2. The Glimpse Model 


A glimpse is defined as one visual fixation when 
given intermittent chances to view a target scene. This 
frsueal fixation is approximately equal to 1/4 of a second. 
The value of this type of modelling procedure in an urban 
model, is the numerous potential occurrances of a target 
dashing across an opening or across a street in which the 
exposure time of the target is considerably less than a 


Bereset in an open field. 
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The modelling procedure defines the following 
variables: 

a. n= number of glimpses until detection 

b. g(i) = P(target is detected on the ith glimpse) 
Therefore, 

n-1 

P( failed to detect on the lst n-l glimpses) = TT (1 - g(i)) 
i=1 


n-1 
P( lst detection on nth glimpse) = g(n) TT (1-g(i)). 
i=l 


meemans that g(i) is equal for all i = 1,2,...,n 

P( lst detection on nth glimpse) = g * (1l-g)#*(n-1) 
which is the density function for a geometrically dis- 
meapputed random variable. The value of E(n), the expected 
number of flimpses until first detection, is equal to 
1/g and the maximum likelihood estimator of g is equal to 
1/(mean number of glimpses until first detection). 

When used in a discrete event simulation, there are 

two possible procedures for using the glimpse model: 
1.) Let 2 glimpse be an event 


oe 


a. Draw a uniform (0,1) random variable 

meee it ul < g, a detection has occurred 
2.) Let the detection be an event. 

a. Draw a uniform (0,1) random variable = u2 

b. Using the probability integral transform for the 
cumulative distribution function of a geometric random 
Variable, solve for n, the number of glimpses until the 
Getection occurred; with u2 = P( N> n), N being distri- 


buted geometrically with parameter g. 
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Cpe lidereLore, 
Time to Detect =n * (time per glimpse) 
or 


Time to Detect =n / (glimpse rate) 


The value of the parameter g is a function of a 
number of factors, such as movement of the observer and/or 
target, complexity of the scenary, target background, 
ambient light level and the cueing stimulus. If one were 
to use this type of model and there were m different factors 
for every value of g, an m-dimensional ragged array would have 
to be constructed, stored and accessed for a table look-up 
technique for finding g. A ragged array is used in the 
SvisCRIFY IL.5 simulation language. Unlike an m by n array, 
where the number of elements in row i is equal to n for all 
i-iye,-.-,m; in a ragged array, the number of elements per 
row are not necessarily equal. 

The feasibility of this type of procedure, although 
feomme consuming data input procedure, is well within the 
capabilities of modern day computers, and this modelling 
approach is offered as an adjunct to the detection model for 


Consideration. 


C. PRIORITY OF ENGAGEMENT LOGIC 

During a combat simulation, a combatant can have multiple 
detections. In the STAR combat model, an event TARGET.SELECT 
is scheduled in order to select the "best" target for that 


Combatant to engage before a firing event can be scheduled. 
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If the combatant is to select a highest priority target, 
a list of criteria must be followed in order to rank 
order all those targets he has detected before a firing 
event is scheduled. A follow-on action, not modelled in this 
urban combat model, is the selection of the correct weapon 
with which to engage the target, once the target is 
selected. 

Examples of rank ordering criteria include: 

1. By weapon type of the enemy if known. 

By closest enemy. 
By leadership position of enemy if known. 
By enemy last engaging combatant. 


By order of higher leader. 


Ov Vn = SS hh 


By targets not being engaged by friendly units. 
The STAR combat model allows the user to input his priority 
of target selection. To further enhance this urban model, 
once the criteria is established by the modeller, the same 
option should be given the user for target selection. 

A follow-on action, not modelled in this urban combat 
model, is the selection of the correct weapon with which to 
engage the target, once the target is selected. In order 
to model the method of engagement, criteria must be 
established to insure the combatant selects the correct 
weapon for the correct target in the given situation. The 
delineation of the necessary conditions can be a time- 
Consuming task, but it is necessary for the realism of the 


Secuatcion. 
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D. RESOLUTION - HOW MUCH IS ENOUGH 

The above future enhancements are the stepping stones 
mo the completion of this model. As a long term project 
to further enrich the model to a higher resolution, the 
obvious macro and the subtle micro details of characteris- 
tic urban terrain will have to be modelled. Cellars, 
Subways and Sewers are examples of the macro enrichments; 
walls, ventilator shafts and interior doors are examples 
of micro enrichments. These enhancements will lead to a more 
realistic Simulation, but one has to consider the price 
for the enrichment. 

Characteristic of large simulations is the increase 
in central processing units (CPU), run times, core require- 
ments for storage, disks and tapes. When one approaches 
the enriching of a model, these factors must be weighted 
against the increase in realism of the simulation. Some 
approaches to determining the worth of a higher resolution 
model can include: 

imemecomparing the payoffs for higher resolution 
Mace the price for the enrichment, 

2. Comparing the analytical results of a simula- 
tion with the higher resolution vice the same simulation 
without the increase in resolution, or 

3. Asking the proponent agency requesting the 
model how much resolution is required for their study. 

The question they may want answered may not include some 


Of the characteristics of urban terrain. 
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APPENDIX A. 


TOWN 


BopG. LIST 


DEERING. CONOR worl oa ENLEP IES, VARTABLES, 
ROULDINES VANSPS VENTS USED" IN THIS” MODEL 


Sails 
Contains tae peolmcers of all houses in 


the simulation. 


Contains the pointers of all soldiers in 


the house owning this set. 
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ATTRIBUTES OF TEMPORARY ENTITY HOUSE 


BLOCK Integer value which designates the 


Die setae witem the nouwse is located. 


DIM.FIOOR Distones beuvyeen 1loors in the 
house. (assumed constant in this 
model) 

DIM.X Dimension in the x-direction 

DIM.Y Dimension in the y-direction 

DIM.Z Dimension in the z-direction 

KM Constant assigned to the house based 


on the structural material. The 
constant is used in determining if 


a round penetrated a building. 


N AME Integer value for the house number. 
Houses are numbered sequentially 


ieom . to Ni HOUSE . 


N OPENINGS Integer value for the number of 


Openings in the house. 


fm 2, X.3,X.4 M=coordinave values of the four 
corners of the house starting in 
the lower-left corner (southwest) 


and moving counter-clockwise. 


oe 





Me, .2,Y.3,Y.4 


THICK 


7Y PE 


Analogous to the x-coordinates. 


Thickness of the structure in inches. 
Assumed constant throughout the 


Sncire StCUCtTUre . 


Integer value for the type of 
buitdane material. The building 
can have four basic structural 
types: 

1. Wood 

2 Concrete 

3. Reinforced concrete 

A 


Metal 
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SCrivity 


ARMY 


MANS .BLOCK 


Piero ewcn PEMIRORARY ENTITY MAN 


Integer value for the type of ac- 
Piiamiietmeawhaehn the soldier is 
engaged, i1.e.; 

Dead 

Observing 

Firing 


0 

a 

Z 

3. Being engaged 
4. Moving 

5 


Being engaged and moving 


Integer value for the soldier's 


aremays 
im Red 
2. Blue 


Integer value for the block in 
Whichmgne solidger asylocated. if 
the soldier is not in the grid 


system, this value is set to Zero. 


Inuege: Value ic0r the direction in 
which the soldier looking. If he 
1S Iieadeopeiing, 16 1S set to the 
appropriate value, l.e.: 

i. south, 

2. asi, 

Do. North or 


yo 





MANS .FLOOR 


MANS .HOUSE 


MANS .OPENING 


POSITION 


4. West. 

fieie oiSeor a Foor Om in the Open 
it is set to 999; otherwise if he 
is in a house but not at an opening 


Ge reset bo Zero . 


Integer value for the floor of the 
house on which the soldier is lo- 
@2ted sli he is in the open, this 


Veluwe LSSeCG GLO Zero « 


Integer value for the number of the 
house in which the soidier is located, 
if he is not in/on a house, it is 


set to zero. 


Integer value for the number open- 
iim tate soldier 1s located. If 
he is not at an opening, this value 


Leesey to Zero. 


Integer value for the soldier's posi- 
Piem Im his sespective organization, 
6a.) 

a Platoon leader 

Z Squad leader 

3. Team leader 
4 


Rifleman 
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POSTURE 


PITLE 


X.MAN ,Y .MAN ,Z.MAN 


Integer value describing the type 


of body position the soldier has 


assumed, 1.e.: 


lie 
Ce 
Se 
4. 


Standing (2 meters) 
Crouching (1.5 meters) 
mnecling {1,0 meters) 


Prone (0.5 meters) 


The parenthetical entries relate the 


amount of the soldier exposed in 


the z-direction, given he has assumed 


that posture. 


Integer value assigned to the sol- 


Gier. Soldiers are numbered 


sequentially from 1 to NN.MEN. 


Coordinates to the top of the 


soldier. 
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ipok .GRID 


BLKSIZE 


BLUE.LOS. ARRAY 


move .)GT.LISt 


DEAD .BLUE 


DEAD .RED 


GLOBAL VARIABLES 


Integer array of dimensions NBLKX 
by NBLKY. The (ij)th element is 
the number of the block. Blocks 
are numbered from 1 to NBLKX*NBLKY 
Starting at the origin, along the 
Y-dimension for all X and then for 


Snel. 


Dimension of the block (grid). 


Blocks are modelled as squares. 


Integer array of dimensions NN.BLUE 
by NN.RED. The (ij)th element 
contains the binary value for line 


Ses oio pele NO, I=vEo. 


Integer array of variable dimen- 
Sion. The ith element is the pointer 
of the Red soldier. If the list is 
empty, 1.e. no detections, then the 
first element is set to zero. If 

the Blue soldier who owns the list 


is dead, the array is released. 


Integer variable that counts the 


number of Blue soldiers dead. 


Analogous to DEAD.BLUE. 
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NBLKX 


NB LKY 


NN .BLUE 


NN .HOUSE 


NN .MEN 


NN .RED 


OBS .TGT.ANGLE 


OPEN .DIMEN 


Integer variable for the number of 
blocks in the X-direction in the 


Gerrain. 
Analogous to NBLKX. 


Integer variable for the number of 


Bine soldiers in the simulation. 


Integer variable for the number of 


houses (building) in the simulation. 


Integer variable for the total 


number of soldiers in the simulation. 


Analogous to NN.BLUE. 


Measure of the angle from the ob- 


server to the target in the XY-plane. 


Real array of dimensions NN.HOUSE 
by 3 * N.OPENINGS. The elements 

of the array are input in groups 

of three. The first element is the 
dimension of the opening in the 
X-direction, the second in the Y 
and the third in the Z-direction. 
All dimensions are offsets from the 
lower left coordinate of the jth 


opening. 
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OPEN .FACE 


OPENING. ARRAY 


Bern sOENT .VISIBLE 


Bens -BLUE.LIST 


Variable N.OPENINGS is an attribute 
of the HOUSE and is the number of 


openings. 


Integer array of dimensions 
NN.HOUSE by N.OPENINGS. The (ij)th 
element is the integer which indi- 
cates which direction the opening 


iS facies, 1.e4 


1 Ou 
Z East 
o> “Norun 
4. West 


Real array of dimensions NN.HOUSE 
by 3 * N.OPENINGS. The inputs are 
Similar to OPEN.DIMEN, except the 
entries are the coordinates of the 


Tower lei corner of the opening. 


Real variable indicating the frac- 

tion of the target visible to the 
observer. This fraction is cal- 
culated assuming the soldier is exactly 


two meters tall. 


Integer array of dimensions NN.BLUE 


by 2. The (i,1) element is the 


pointer to the ith Blue soldier's 
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Serko .RED.LIST 


i. .HOUSE 


PI .MAN 


RANGE .TO .TARGET 


RED. LOS. ARRAY 


Seo. .Gt.LISt 


target list; the (i,2) element is 


Ehewpoihuer vO the 1th Blue soldier. 
Pmatocous to FERs.BLUE.LIST . 


Integer array of dimension 
NN.HOUSE. The ith element is 
the pointer to the ith HOUSE. 


Integer array of dimension NN.MEN. 
The ith element is the pointer to 


the ith MAN. 


Real variable indicating the dis- 
tance from the observer to the 


target. 
Analogous to BLUE.LOS.ARRAY. 


Paecloesous tO RED.TGY LIST. 
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CALCULATE .MANS .DATA 


CHECK .EAST .WEST 


CHECK .LOS 


@aeC .NORTH .SOUTH 


CHECK .OPEN .OBS 


DISMTD.CARDIO 


MOND.FACE 


FIND . LOCATION 


LOOK .FOR.OPENING 


ROUTINES 


Calculates/updates 


the soldier. 


Determines if line 
given the observer 


east or west. 
Determines if line 


Determines if line 
given the observer 


OF Souci. 


Determines: 1f line 
given the observer 


Orson a CoOL. 


the attributes of 


of 


is 


of 


OF 


is 


Of 


is 


Sight exists, 


Pacine se ther 


Sight exists. 


Sight exists, 


facing norun 


Sight exilsts, 


in the open 


Returns a time te detection. 


Returns) the side of a building 


Pacing vthe observer. 


Returns the number of the block 


and the number of the building of 


the soldier. 


Returns the number of the opening 


BG whiten the soldier is located. 
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PERCENT .VISIBLE 


bel .UP 


eGT.IN.BUILDING 


SEDATE .TGT.LISTS 


Returns the fraction visible of the 
target to the observer, i.e. global 
variable PER.CENT.VISIBLE. The 
global variable OBS.TGT.ANGLE is 


elsomealcularved in this routine. 


Initializes all entities and global 
variables for the simulation. The 
routine is released prior to the 


start of the simulation. 


Pevermine wt line of Sight exists, 
given the target is located inside 


a Oued ne", 


Updates the target list of the 
observer, given there has been a 
change in status of his line of 


Sight to the target. 
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ELECT 


KILL.MAN 


LOSCHECK 


sIM.STOP 


EVENTS 


ieee ercmromc ines CHECK. LOS. 
po Updetes tne target list of the observer. 
3. Schedules event KILL.MAN if line of 


Sight exists. 


1. Determinesif the target was killed. 

2. If the observer missed, event DETECT 
is scheduled for the observer to the tar- 
get and for the target to the observer. 

3. If the target was killed, all target 
dis¢s of the observer's army are updated, 
given the target was on their target list. 
Vaeettoall the soldiers on the target's 


army are dead, the Simulation is stopped. 


i Calls routine CHECK.LOS. 

poet Line ol Sight exists, routine 
DISTMD.CARDIO is called and event DETECT 
is scheduled. 

Domelt ine of sight does not exist the 


Sventels ec ted. 


i eecrines the tinal target lists. 
pume-eimvsrine attributes of the soldiers. 


Be otOps) the Simulation. 
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ive eredules LOSCHECK for all pairs of 
Red and Blue forces. 


2. schedules itself recursively. 
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2.4 


oh 


ind ; j 
) erze> Lae ot ae = 


Ir 
.tortel dak 






APPENDIX B. EXPLANATION OF DATA INPUT 


The data is free-format input. The table below indi- 
cates at which place in the data file each input is placed. 
Explanations off to the side or on top of each entry are 


provided for clarity. 


DATA FOR ENTITY HOUSE 


2 2 200. -NNBLKX, NNBLKY, BLK.SIZE 
al -NN.HOUSES 
BLOCK ee DIM.X DIM.Z NN .OPENINGS 

HOUSE ee DIM.Y DIM.FLOOR TY PE 

im J SOmme 50450. 50. 20. S nee Z 

oe 33332222 ~ELEMENTS OF OPEN.FACE 

moe 0. 25. 2. 1. 2. -ELEMENTS OF OPENING. ARRAY 

mee 0, ©6225. 2. Cee 1. OFFSET IN X-DIRECTION 

Me 0. 25. 2. Ati, <2 2. DIMENSION IN X-DIR 

Oe 0. 25. 2. ioe 62 3. OFFSET IN Y-DIRECTION 

moe 62. :«€C«CS.SCOOt ie 2 4. DIMENSION IN Y-DIR 

more. 650. + 0. Cee 5. OFFSET IN Z-DIRECTION 

moe 2. 50. O. Hees Os 6. DIMENSION IN Z-DIR 

aoe 2. 50. O.« 16. 2 

pee 0. 25. 2. i. <2 

poe 0. «3825. St Cnc 

pore 0. 25. 2. a. 2 

core 0. 25. 2. ees 2 

TG . —VeiexNess OF STRUCTURE 
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DATA FOR ENTITIES MAN 


5 3 2 -NN.MEN, NN.RED, NN.BLUE 
TITLE POSITION Y .MAN POSTURE 
ARMY X.MAN Z .MAN ACTIVITY 
l i 3 250. (Cue 70 1 l 
2 il 4 255. aoe eo 3 3 
3 iy 4 260. fe. gees i 2 
il 2 3 oO. 326. 22.0 iE 1 
2 2 4 1Oln, 9250. 5 4 4 


Ov, 





PeleNo le eC ew spLeCleD ROULINES IN THE URBAN MODEL 


fee Routine CHECK.LOS 

Routine CHECK.LOS requires two arguments to be passed 
into the routine and one value will be returned. The passed 
arguments are the pointers of the observer and the target, 
Gie returned value is the line of sight indicator (0 = no, l 
= yes). A copy of the source program is attached and 
references to this and the corresponding line numbers will 
be made in this discussion. (See page 131) 

There are a Bees of checks throughout this routine 
that were designed to screen out all those observer-target 
lines of sight that do not require the more extensive 
Beeecening process which starts at control point GRID (33). 
These screens include: 

1. If the observer and target are on the same floor in 
the same building, there exists line of sight. (4-6) 

ee if either the observer or target is not in the 
grid coordinate system there is no line of sight. (7) 

Pee if the observer is inside a building but not at an 
opening then the soldier does not observe. (8) It is 
assumed in this model that a soldier inside a building but 
not at an opening, is performing some other function other 
than observing and he will never perform the task of 


observing while in this position. 
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4, If the observer and target are in the same building, 
Pus on different floors, there is no line of sight. (9-10) 
The task of modelling stairways was not accomplished. That 
degree of resolution is best reserved as a future 
enhancement. 

At this point in the program obServers are either in the 
open, on the roof of a house or in an opening and targets 
are anywhere within the grid coordinate system. 

ine local parameters X.DIFF, Y.DIFF and Z.DIFF are the 
differences in the coordinates of the target to the 
observer. In order to eliminate the possibility of dividing 
iueezero later in the program, if the value of any of the 
Memes 1S exactly zero, it is set to an arbitrarily small 
number. (12-17) 

A second set of screens were included in this routine to 
further reduce the input down to GRID. In all cases if 
these screens do not result in a line of Sight indicator of 
no, the flow of the program goes to GRID. This second set 
of screens include: 

ime ti the target 1s in the open or on a roof, pro- 

Seed) to GRID. (22) It is assumed that any target not 
under any type of cover or concealment is a likely candi- 
fewe tor a line of sight. 

2. If the observer is in the open or on a roof, enter 


into routine CHECK.OPEN.OBS. (25) 
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peel? tnewobsemyer wis facing either north or south, 
enter into routine CHECK.NORTH.SOUTH. (28-29) 

4. If the observer is facing either east or west, enter 
into routine CHECK.EAST.WEST. (30) 

The details of how each of the above three routines 
determine line of sight will not be dealt with in this 
document. The source codes are included. (pages 135-137) 

To enter into the last two routines the observer has to 
be in a building observing out of an opening. In general 
terms, the basic principle used in determining line of 
sight is, if the location of the observer relative to the 
target is such that his (the observer's) building is blocking 
mtseview to the target, then line of sight does not exist. 

If the observer is in the open, the target's position 
relative to the observer's is used in the determination of 
line of sight. It is assumed that if a target is looking a 
certain direction from an opening and the observer is 
looking in the same direction as the target, that even 
Biouen there is a possibility that line of sight can occur 
through an opening directly opposite the target, it is 
prohibited by the lack of light present inside of the room 
Beomitluminate the target sufficiently for line of sight. 
ence, if the target is in an opening, line of sight can 
only occur if the observer is within the 180 degree field 
of view of the target. 

The next step in the procedure is to search along the 


observer-target line to see if any of the buildings impede 
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Mee line of sight. In order to minimize the number of 
buildings that have to be checked, it is necessary to 
determine the grid squares that are crossed by the 
observer-target line of sight. The logic and procedures 
contained in lines 34 to 63 were extracted from Professor 
James K. Hartman / Ref. 5/7. The program was rewritten in 
part to accomodate this model. 

Mie tirst entry into the grid square list is the block 
indicator, IX and IY, which contains the target and is 
entered as IGX(1) and IGY(1). The variables ISGX and ISGY 
are set to (+/-) one depending on whether the grid square 
indices, IX and IY, increase or decrease as the search is 
conducted from the target to the observer. The variables 
mRSlIEP and YSTEP are set to be the fraction of the distances 
ReDIFr and Y.DIFF moved on from oe target to the observer. 
XINC and YINC increment XSTEP and YSTEP as the line of sight 
Crosses one grid square in the X and Y directions. 

In order to continue the search into the next grid square 
the variables XSTEP and YSTEP are set to the intersection of 
the next X-grid intersection and Y-grid intersection. The 
smaller of the two values cues the procedure as to which 
intersection is encountered first and hence, which variable 
IX or IY will be incremented by ISGX or ISGY respectively. 
After each increment, the new grid square is added to the 
BGX and IGY arrays. When both XSTEP and YSTEP are greater 
than 1.0, the search is stopped (it nas proceeded beyond 
the target), and the grid squares crossed by the line of 


Baght are all recorded in the IGX and I3Y a2hays.. 
sa 





Mpemcwo loope, lines 67 to 110, contain the major 
ehecks for the line of sight determination. The outer loop 
increments through the grid squares found in the above 
procedure and the inner loop increments through all the 
houses contained in the current grid square. The variable 
PER.CENT.VISIBLE is initially set to one and is updated as 
mae check for the fraction visible of the target to the 
observer is made. 

The observer-target line has been parametrically 


represented in three-space as: 


Mea sccar)otes * ( X(tet) - X(obs) ) 
ia Aten Li cet) = y(obs) ) 
fe te st eoe*. | 2 oeet) = Zlobs) ) 


expressed in terms of a Single parameter, S. The values 
Oee2 2) represent either the maximum or minimum values of 
the buildings coordinates depending on which portion of the 
checking process the program is executing. 

Poelori, the variable SMIN is set to 0.0 and the variable 
SMAX to 1.0. These two values represent the minimum and 
faximum values of S; the point S = 0.0 is at the target 
and S$ = 1.0 the observer. In order to solve for the variable 


S, the equations become: 


eae cet) 7 8G k(tet) - X(obs) ) 
Seema 9 cee) / (r(tet) = Y(obs) ) 
oa eee ay ecictet) - Z(obs) ) 
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The procedure for solving for and updating the values of 
SMIN and SMAX are identical for all three planes (71-86). 
Only that section dealing in the X-plane will be discussed. 
The variables SLO and SMAX are defined as: 
SLO = ( SMIN(house) - X(tgt) ) / X.DIFF 
(Ssieeinouse) = X(ter) ) 7 X.DIFF 


SHI 


These values represent the changing of the minimum and 
maximum values of S as one proceeds along the observer-target 
fine until it intersects the X-plane of the building. To 
update these values, the variables Sl and S2 are defined 

to be the minimum and maximum of SLO and SHI respectively. 

In order to move the points SMIN and SMAX along the line, 

the maximum of SMIN and Sl are assigned to SMIN, and the 
minimum of SMAX and S2 are assigned to SMAX. 

This basic procedure is followed through all three planes 
@eeche building. If the final value of SMIN is less than 
or equal to SMAX, the building has intersected the observer- 
merece, line; if it isn't, the flow returns to check the 
Meo Duilding in that grid square until all the buildings 
in all the designated grid squares have been checked. 

Figures C-l1 is an example of the entire process. The 
following is an explanation of the numbering sequence 
depicted in the figure: 

meeine location of the target and the point at which 
Eman = 0.0. 


2. The location of the observer and the point at which 


ek = 1.C. 


gE 








| (XHI,YHI) 


(1) Numbers 1,3,5, and 9 indicate the sequential movement 
of SMIN along the line of sight. 


(2) Numbers 2,4,6 and 8 indicate the sequential movement 
of SMAX along the line of sight. 


(3) Calculations are made in the X, Y and Z planes res- 
pectively in that order. 


SMIN > SMAX 
therefore 


binewot Srent — YES 
Figure C-l. Determination of Line of Sight 
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3 Intersection with XLO; defines S1 and also SMIN. 

4, Intersection with XHI: defines $2 and also SMAX. 

5. Intersection with YLO; defines Sl and also SMIN. 

6. Intersection with YHI; defines S2 and also SMAX. 

7. intersection with Z1L0; defines Sl but not SMIN. 
The value of SMIN from the y-axis is greater than Sl, there- 
fore, SMIN is unchanged. 

8. Intersection with ZHI; defines S2 and also SMAX. 

9. The value of SMIN is greater than SMAX, therefore 
Mime Of Sight exists. 

The program follows two different paths depending on 
whether or not a particular building impedes the line of 


Sight. 


THE BUILDING DID NOT IMPEDE THE LINE OF SIGHT 

The variable IFLAG is initially set to zero, line 70. 
Mie function of this variable is to count the number of 
times the relationship of SMIN and SMAX meets a certain 
Criteria. In the X and Y-planes, if SMIN is less than SMAX 
then IFLAG is incremented; in the Z-plane if SMIN is 
greater than SMAX then IFLAG is incremented. (lines 76, 81, 
86 respectively) After checking all three planes, if the 
value of IFLAG is equal to three (88), then the observer-tar- 
get line of sight has crossed the X and Y-planes of the building 
but not the Z-plane, therefore that building has to be 
checked to see what fraction of the target has been blocked 
by that building. If IFLAG is not equal to three, the next 
building in tnat grid square is checked. 
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Mmieorder) towealculate the fraction visible of a 
target, a preliminary step must be taken before entrance 
into routine PERCENT.VISIBLE. The routine FIND.FACE (90) 
melt tind the side of the building that is facing the obser- 
mae ine output of FIND.FACE is input to PERCENT.VISIBIEé 
(93) and the routine returns the fraction visible of the 
target, defined as FER.CENT.VISIBLE. The minimum of this 
value and the previous value of the variable is then set 
to PER.CENT.VISIBLE (95) and the next building is checked. 
Once all buildings in the designated grid squares have 
been checked and there is line of sight to the target, 
the global variable RANGE.TO.TARGET is calculated (112) 
ema the routine 1S exited with an indicator of YES for 


mime of sight. 


Tas BUELDING IMPEDES THE LINE OF SIGHT 

If the building impedes the observer's line of sight, a 
check is made to determine if that building is the same 
Bualding as the target's (98). Pais Mot, waen liae of 
Sight has been broken and the routine is exited with an 
indicator of line of sight NO. Otherwise, the target has 
now been located in that building and the routine FIND.FACE 
is entered (100). The output from this routine is entered 
Siwo routine TGT.IN.BULLDING (102). This routine searches 
through all the openings of the building on the side 
facing the observer. If the target can be seen through 


an opening, an indicator of YES is returned and the program 





proceeds to the next routine PER.CENT.VISIBLE Gi 5) rrom 
this point, the flow of the program 1s the same as described 
above. If there is no opening through which the observer 
can see the target, an indicator of NO is returned and 


the routine is exited. 


Be. Routine FIND.FACE 

mie Tunction of this routine is to find the side of the 
building that is facing the observer. The input parameters 
for this routine are the pointers of the observer, target, 
the differences in the coordinates of the observer and 
target (observer - target), and the pointer of the building 
being checked. The output variable is the side of the 
building facing the observer. This value is used as an 
input parameter to the routines PERCENT.VISIBLE and 
meme .SULLDING. The source code for this routine is 
attached. References to line numbers throughout the source 
code will be made in the text of this discussion. (See page 138) 

The observer-target angle and the angle the observer 
makes with a specific corner of the building are the two 
Major parameters in this routine. The two angles are 
measured in the X¥-plane and the arctangent function returns 
an angle between 0.0 and pi radians or an angle between 0.0 
and minus pi radians. Figures C-2 and C-3 show the position 
of the observer, target and the buildings being checked. 
meferences to the observer, target, buildings and other 


@artables in this text, can be located on these figures. 
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DIAGRAM PROGR AM 
ANGLE ANGLE 

us Al 

zZ A2 

D A3 

4 AX 

oT OBS .TGT . ANGLE 


AX < OBS.TGT.ANGLE < Al 
THEREFORE 
FACE.OBS = 4 


Figure C-2. Side of the Building with Observer on 
the Roof 


is 





(X.4,Y.4) 





DIAGRAM REGION PROGRAM 
RIEZRS CHECK.Y 
Re CHECK .TWO .ONE 
ROGR/ CHECK .X 
R4 CHECK .THREE .TWwo 
R6 CHECK .FOUR . THREE 
nO CHECK. ONE .FOUR 


*Observer is in region 8, therefore he is facing either the 
south or west side of the building. 


ANGLE 1 = ARCTAN((Y.1-YOBS)/(X.1-XOBS) ) 
ANGLE 2 = ARCTAN((Y.4-YOBS)/(X.4-XOBS ) ) 


ANGLE 1 < OBS.TGT.ANGLE < ANGLE 2 


THEREFORE 
FACE.OBS = 4 


Figure C-3. Side of the Building with Target on the Roof 


ane? 





The procedure followed in this routine makes use of the 
geometry of the building being represented as a rectangular 
figure as projected in the XY-plane. The arctangent 


function is used to determine all the angles required. 


THe BULLDING BEING CHECKED 1S. THE OBSERVERS 


Figure C-2 illustrates this case. The angles Al, A2, A3 
and AX are calculated (5-10). These angles are used as a means 
of locating the observer on the building relative to the 
four corners of the roof. By locating the observer-target 
angle between any adjacent pairings of the above calculated 
angles (11-17), the side of the building facing the observer 


Gs found and the routine is exited. 


THE BUILDING BEING CHECKED IS NOT THE OBSERVERS 

In order to locate the specific side of the building 
in question, the procedure is broken into four steps (Figure 
C-3): 

1. Place the observer into one of eight possible 
locations in the XY-plane (19-30). These locations are 
Specified by the coordinatesof the building. This initial 
check decreases the number of available sides of the 
building that are possible for the observer to be facing. 

2. Proceed to the part of the program which isolates at 
most two sides of the building that the observer can 


possibly be facing. 
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3. Compare the observer-target angle to the angle the 
observer makes with the specific corner of the building 
which describes that side of the building (32-57). 

4. The result of the check is the side of the build- 


ing facing the observer and the routine is exited. 


oe Routine PERCENT .VISIBLE 

This routine is used to calculate the fraction visible 
of the target to the observer, given that a building or an 
opening is intersecting the line of sight in both the xX 
and the Y-planes. The input parameters to this routine are 
the pointers of the observer, target, building, the dif- 
ferences in the coordinates between the observer and tar- 
get, the elevation of the object being checked, e.g. the 
elevation of the building or the lower dimension of the 
opening, and the side of the building facing the observer. 
The resulting output value is the fraction visible of the 
target. This fraction is based on all targets being 
exactly two meters high. This program does not model the 
individual soldier in three dimensions and the observer 
must see the top of the target before line of sight can 
@eeur, therefore this fraction visible is from the top of 
the target down to the lowest point of the target visible 
to the observer. 

The source code for this routine is attached. Refer- 
ences to specific lines of the code will be made throughout 


this text. Figures C-4 and C-5a depict the location of the 
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Z AZ OB 


| Zi) 22 
Sad 


DIAGRAM PROGRAM 
oT OT.ANGLE = ABS(OBS.TCT. 
ANGLE ) 
dl OBS .BLDG.DIST 
d2 Clee. Der 
Az DEEPAGZ 
OB OBS. ANGLE .BLDG 
2 ee 
ae ee 


PER.CENT .VISIBLE = |Z21-22| /(heigth of target) 


Figure C-4. Fraction Visible with Observer on the 
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observer, target and the building and opening being 
checked. Figure C-4 shows the observer on top of a build- 
ing, Figure C-5a the observer facing a building. Reference 
can be made to these figures as the procedure is discussed. 
‘The variables discussed are identified on the figure. 

The variable DELTA.Z is defined as the difference in 
elevation between the input parameter defining the eleva- 
tion of the object be checked and the observer (5). The 
variable OT.xXY.DIST is the distance between the observer 
and target as measured in the XY-plane (6). The procedure 
to calculate the fraction visible is done in seven steps: 

1. The observer-target angle is redefined as a rota- 
tion depending on the side of the building facing the 
observer. This rotation of the angle allows the program 
to proceed without having to check whether or not the 
building being checked is the observer's or not (7-17). 

2. The distance the observer is from the leading edge 
of the building is calculated (19-30). This distance is 
measured in the XY-plane. 

3. The angle between the observer and the leading 
Saee Or the building or opening is calculated (31). This 
angle is measured from the XY-plane to this leading edge. 

4, The variable Z.2 is the distance, measured along 
the z-axis, from the top of the observer to a point on the 
target intersected by the line from the observer through 


the leading edge of the building or opening (31). 
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5. The target can assume a certain posture, thus 
reducing his effective heigth. The maximum allowable 
fraction visible is defined based on the particular pos- 
ture assumed by the target (32-35). 

6. The geometrical relationships between the observer, 
the target and the object being checked, require a check 
to see if the observer is below the target and above the 
object being checked (36). This check is made in order 
to relate the values Z.1 and Z.2 in accordance with this 
relationship. When the observer is below the target, but 
above the object being checked, (see Figure C-5b below), 
mien 2.2 is subtracted from Z.1, the fraction visible is 
less than it should be. To take into consideration this 


Mastance, Z.2 is added to Z.1 (39). 





Figure C-5b. Fraction Visible with Target on the Roof 


fine traction Visible is then calculated (37) and 


Eme routine is exited. 
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4, Routine TGT.IN.BUILDING 

The purpose of this routine is to determine if an 
observer can see a target through an opening in the tar- 
Ben's building. The input variables are the pointers of 
the target and building, the number of the building, the 
differences in the coordinates of the observer and tar- 
get and the side of the building facing the observer. The 
output variable is a line of sight indicator of either 
YES of NO. The source code for this routine is attached. 
References to the code will be made throughout this 
discussion. Figure C-6 illustrates the location of the 
observer, target opening and building. All variables 
defined in this routine are also indicated on the figure. 

The principle logic of this routine is exactly the same 
as in routine CHECK.LOS. The major departure is in the 
final determination of the existence of line of sight. 
iecheCkK.LOS, if SMIN is less than or equal to SMAX, then 
line of sight has been broken. In this routine, if SMIN 
is less than or equal to SMAX, there exists line of sight. 

Prior to making any calculations against the planes 
of the opening, the openings available on the building 
are screened to insure that only those openings facing 
the observer are checked (4). The representation of the 


Opening being checked is likened to a rectangular box. The 


width dimension of the opening is the thickness of the 
structural material. (The assumption of the model is that 


structural thickmess is uniform throughout the building.) 
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(1) Numbers 1,3,5 and 9 indicate the sequential 
movement of Sl along the line of sight. SMIN 
moves inom 1 to 3 to 9. 


(2) Numbers 2,4,6 and 8 indicate the sequential 
movement of S2 along the line of sight. SMAX 
moves from 2 to 4 to 10. 

SMIN < SMAX 
THEREFORE 


HONG OF SIGHT = YES 


Pmeure C-6. Fraction Visible with Target in the 
Buri@ding 
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Prior to entering into the portion of the program that 
checks the X or Y-plane, if the dimension of the opening 
in the direction being checked is equal to 0.0, then the 
thickness is added or substracted from that coordinate 
depending on which direction the opening is facing (12 and 
me, The procedure from that point on is similar to 
CHECK.LOS. 

If the planes of the window in all three directions have 
been broken (36), then the line of sight must have gone 
mamough the opening to the target. If this occurs, an 
indicator of YES is given and the routine is exited. 
Otherwise, if the target cannot be seen through any of the 


openings, the routine is exited with NO. 


feeeernoucine UPDATE .TGT.LISTS 

mars routine has three major functions: 

1. To add a detected target into the observer's 
mece, list. 

2. To remove a target from the observer's target list. 

3. To leave the observer's target list along. 
The input variables to the routine are the number of the 
Red and the number of Blue soldier, the line of sight 
indicator between observer and target and which of the 
soldiers is the observer. The source code for this rou- 
tine is attached. References to the code will made 


throughout this discussion. (See page 141) 
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Thies rouvlne 1s broken Into two distinct sections. One 
section updates the Red observer's target list, the other 
the Blue's target list. Because the procedures are 
identical for either observer, only the Red observer will 
be discussed. Additionally, the procedures to update the 
list are different depending on the size of the target list, 
i.e. the number of targets on the list, prior to the update. 
If the list is empty, the size of the list is one, with 
ime first entry being a zero. 

/Meetme Size of the target list is equal to one, the 
following procedure is followed: 

1. If the list is empty and there is a detection, add 
ine sarget to the list (13-16). 

2. If the target is a new detection, add the target 
forthe list (17-20). 

3. If the observer has lost line of sight to the 
Sniy target on his list, then the target is removed 
(22-25). 

If there are at least two targets on the observer's 
list, depending on whether there is or is not line of 
Sight, the flow of the program goes in two directions. 

meeeit line of Sight exists and the target is not on 
the observer's list, add the new detection to the list 
(42-45); otherwise do nothing (35-39). 

2. If line of sight does not exist and the target is 
on the target list, remove the detection from the list 


(50-56); otherwise do nothing. 


129 





There are no provisions in this routine to sort these 
mance, arrays in order to facilitate the servicing of 
targets based on some priority of engagement. [In this 
Simulation, targets as serviced when the time to enter 


event KILL.MAN is encountered. 
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Perel ne De abun OUPPUP OF THE SIMULATION 


ioe Chapter IVY, it 1S Stated that this model conducts a 
pseudo-simulation of combat. Attached to this appendix, is 
Emeeotiple of the simulation. This output consists of: 

ie rae initial status chart of all forces and a map 
Sierne terrain (in the x-y plane) with the locations of 
some of the combatants marked. 

a. Appendix A defines the attributes of the 
combatants listed on the status page. 

b. The notation on the map sheet (Figure D-l) is 
explained on the bottom of the sheet. 

Eee the audit trail of soldier number one of force one 
as he proceeds through the simulation. 

ae Bach section of the audit trail defines the 
location of the combatant in the simulation. Unless marked 
Weecaethe Specific routine or event location, the simulation 
moms the event to detect. 

Dee©tatbem Used in the audit trail: 

774, ,0.2 —- defined in routine PERCENT.VISIBLE 

O.B.D. - observer-building distance 

O.B.A. - observer-building angle (xy-z plane) 

All others self-explanatory. 

Eee ine final status chart of all forces at the end of 
iaes simulation. 

ee onewGmest Gmar, 1s the final target list 
ef the Red and Blue forces. 
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pe onemesceendeac the final attribute list 


mieatl the forces. 
As an aid to the cross-referencing between the audit 
mae initial status chart, routines and events, the 


source codes for the events are contained in Appendix E. 


148 





“a rN BF St Ht XT 


SOd LOV 


OO iT 
O0°LT 
GCO-ET 
OO 1 
00°eT 
GOT 

Os* 

00°22 


OG 

OOFTe 

00°LT 
Z 


NOILVINWIS 3HL JO LUVIS 3HL LV S$39YO4 4O SNIVIS 


00°9ZE 
00°2SE 
00°0SE 
OO°8rE 
00°1S2 
00°1SZ2 
00°0S2 
00°9ZE 


00°92 
00°9L 
OO 9L 

A 


CO°TOT 
GO Yel 
O0e 7c! 
OO %c1 
CO°9L 
00°cOT 
OO°TOT 
00° O00T 


00°092 

00°SS2 

66° 672 
X 


oOo Oo 2 2 09 © © Oo 


0 
+ 


YIOQ N3d0 Ys JSH WIG NSOd AWHV NVW 


666 


666 
666 
a 


S 
az 


Oe aoe O CD) COMICON (CO 


% 
7 


CNC SON CO CS yc 


c 
é 


artery mst + OM 


77 
e 


NNN NNN NN 


Otis 5 oO 


SIN cn 


1495 





400 


350 


300 


EU 


200 


150 


100 


50 





50 


NOTES: (1) Block designations are in Roman 
numerals. 


(2) Building designations are in 
arabic numerals. 


(3) The positions of the Blue and 
Red forces are not indicated. 


Figure D-1. Map of the Urban Terrain 
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STATUS OF FORCES AT THE END OF THE STIMULATION 
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Pe CED ee ocuneGs CODES FOR THE EVENTS 


Attached to this appendix are the source codes for all 
the events in the urban combat model. Additionally the 
Subroutine DISMTD.CARDIO is attached; although named 
Miemaultcally as the routine used in the STAR model, it is 
not to be confused with the routine in the STAR combat 
model. 

The events and routine are attached in this order: 

1. “Svent —SLEP. TIME 

e Event LOSCHECK 

3. Routine DISMTD.CARDIO 

4. Event DETECT 

5 Event KILL.MAN 
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